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INTRODUCTION

The author of this report is a professionally licensed engineer in multiple state with over fortyseven (47) year of experience, which started with the operation of an electric power generating
station, progressed to the design of plant utility and pollution control systems, followed by extensive
project and company management experience. In addition to the professional licenses, the author
also has B.S.-Mechanical Engineering, and M.S.- Environmental Engineering.

In 2003 the author was first introduced to the rotary kiln gasification system studied in this report
and has served as a part-time advisor and consultant to the developer. In addition, the author has
witnessed the rotary gasifier operate on multiple occasions and was on hand the first time the
synthetic gas (syngas) produced by the gasifier was combusted in the waste heat boiler to produce
steam. With this background, the author is in a unique position to present both information on the
Inez rotary gasifier as well as professional personal opinions of the system.
The rotary gasifier and its ancillary systems started out in 2003+/- as a combination of new
and used equipment with the sole goal of proving and validating the viability of this Energyfrom-Waste system. Over the years changes and modifications have been made to the
systems to enhance the operation and/or reliability of the equipment.

Currently major

improvements are underway the author believes will greatly improve the operational reliability
of the system, such as: enlarging the syngas duct from the gasifier to decreasing gas velocity,
eliminating the afterburner vessel in its entirety, combusting the syngas directly in the boiler’s
primary furnace, opening the tube spaces in the boiler’s furnace to allow for ash to drop out
into hoppers below, and a new spray dryer/absorber better sized to meet the operating
parameters of the flue gas from the boiler.
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PROJECT DESCRIPTION

This report presents an engineering overview of the patented gasification technology for
converting municipal solid waste (MSW) into beneficial energy and recyclable byproducts,
including:
• design and operation simplicity;
• converting syngas into useable energy;
• system safety;
• eliminating syngas pre-cleaning;
• stack emissions control; and
• ash characteristics.

As far back as the May 2010 Waste to Energy (WTE) conference contained an interesting
paper titled “Status of Existing Biomass Gasification and Pyrolysis Facilities in North America
(NAWTEC18-3521),” which detailed a website search for “firms in the United States and
Canada identifying themselves as gasification or pyrolysis system suppliers.” The paper
acknowledged three available technologies including: The Updraft Gasifier, the Downdraft
Gasifier, and the Fluidized Bed Gasifier.

The gasification system described in the following pages considers a fourth technology
that utilizes a rotary gasifier to convert municipal solid waste (MSW) into a synthetic gas, or
syngas, to fuel a steam boiler. At the end-user’s request, the steam can be sold as the primary
output or the production of electric power (through a steam turbine - electric generator) or the
production of chilled water (through absorption chillers) or for the production of compressed
air (through a steam turbine driven air compressor) or for the production clean water (through
steam powered distillation towers).
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.
The intent of this engineering report is two-fold:
1) To highlight the concept that the gasifier is a piece of process equipment and not the
complete system itself;
2) To introduce a rotary kiln as a fourth form of MSW gasification.

The fourth MSW gasification process, developed in Inez, Kentucky is a cost effective,
environmental solution to landfill impact, greenhouse gas reduction, energy security, and rapid
system implementation. To date, this gasifier has been demonstrated to reduce all the MSW
fed into it to either recycled materials or syngas (synthetic gas) that has been fired in a waste
heat boiler to produce steam. The author of this report is a registered professional engineer
in multiple states and, as such, can testify to having witnessed this gasifier operate
successfully on many occasions to generate steam in a waste heat recovery boiler while
turning in-feed MSW turned into syn-gas with the steel, aluminum, and glass byproducts easily
separated in a post-gasification step.

It is the opinion of the author, as well as other familiar with the generation of electric power,
that the gasifier has been able to demonstrate its ability to turn MSW into a synfuel capable
of producing steam. Converting that steam into electric power is simply the application of
exiting know, tried and true technology. As additional proof of this statement, the State of
Kentucky had licensed and permitted this gasifier to receive and reduce 440 Tons per Day
(TPD) of MSW into beneficial uses.
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THE ROTARY KILN AS A GASIFIER
According to a Wikipedia article, the rotary kiln technology was invented in 1873 by the
Englishman Frederick Ransome and defines a rotary kiln as a pyroprocessing device used
to raise materials to a high temperature (calcination) in a continuous process. Materials
produced using rotary kilns include:
•
•
•
•
•
•
•
•
•

Activated carbon
Cement
Lime
Refractories
Metakaolin
Titanium dioxide
Alumina
Vermiculite
Iron ore pellets
The author has observed several rotary kilns in operation at the Calgon Carbon plant in

Catlettsburg, Kentucky partially gasifies bituminous coal as the first step in creating activated
carbon from the infeed of raw coal. In these rotary kilns, dating back to the 1940s, the raw
coal is heated just high enough to release the volatile constituents, but not so high as to gasify
the fixed carbon portion, with the resulting product being the step in creating the desired
activated carbon product.
However, a search of the internet does not return any results in the nearly 150 years history
of rotary kilns of these process devices being employed for the gasification or pyrolysis of
MSW into useful byproducts. But such a gasification system does exist.
The first rotary gasifier system, located in the Commonwealth of Kentucky, is a full scale, 440
TPD facility that has received both state and federal certification and permitting. This
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commercial unit has established the basic modular building block for future waste-to-energy
facilities using this simple technology.

DESCRIPTION OF THE ROTARY GASIFICATION PROCESS

The rotary gasifier developed in Inez, Kentucky meets this historic definition noted above
by bringing municipal solid waste into the rotary kiln and raising the material to an elevated
temperature in the absence of oxygen causing the thermal separation of the organic matter
from the inorganics. The organic, and other volatile matter

Photo 1: Gasifier diameter: 10-ft Dia.

leaves the gasifier in the form of synthetic gas (syngas) that
can be combusted in a separate device (furnace/boiler) or
further refined into beneficial components.

The inert,

inorganic matter is discharged from the gasifier and easily
be separated into beneficial components in the form of
metal, glass, and other mineral products with virtually zero
material discharge to a landfill.
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The basic process is as follows:
•

Raw, unprocessed waste is delivered to the process ram feeding the gasifier.

•

The kiln is fed through a large, enclosed, and air sealed push ram, so large articles
that can feed fit in this feeder box can go into the kiln with minimal or no preparation.

•

The 120-foot-long gasifier dries and processes the waste as it progresses through the
kiln (see Photo).

•

The gasifier processes the MSW into: 1) syngas, which is sent to the furnace, and 2)
solids, including sterile aluminum and steel, glass, and mineral frit.

•

The syngas continues on to the furnace where fresh air is added and ignition to
combust the syngas at the correct temperature and time required to destroy any
undesirable components and, in doing so, raises the flue gas temperature in the
furnace and the boiler.

•

The boiler turns the heat in the flue gas into useful energy in the form of high-pressure,
super-heated steam that can be used for several purposes.

•

The combustion of the syngas in the boiler reaches temperature over 4,000 oF to
incinerate any toxic and undesirable waste gases.

•

An off-gas from the boiler is controlled by an emissions monitoring system that meters
the activated charcoal and lime slurry to the spray absorber to remove any remaining
undesirable components in the gas stream.

•

Cooler exhaust gases are sent to the baghouse for final particulates reduction. A
controlled induced draft fan sends final exhaust gas to the stack and into the
atmosphere.
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GASIFICATION ENERGY CONVERSION PROCESS

The generation of electric power from municipal solid waste is a three-step conversion
process.
Gasification of the
MSW in a controlled
'starved' air
environment

Steam turns a
turbine and
generator to produce
electric power

Combustion of the
Syngas to generate
steam

Combustion of the syngas to generate steam followed by the generation of electric power
is an established, straight-forward and proven technology to be described in more detail later.
The unique step is the gasification process, which is more difficult to explain without going
into detail.
Step 1: Gasification of the Municipal Solid Waste:
First, it is important to note that this rotary kiln is a ‘counterflow type of process. The solid
material flows from left to right (in the following sketch) while the gases flow from right to left.
This means that the coolest gas flows over the hottest solids while the hottest air flow over
the coolest solids.
Syngas out

MSW in

ROTARY KILN GASIFIER
Zone 1

Zone 2

Air in
Zone 3

Recyclables & Frit out
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Zone 1
MSW enters the gasifier at ambient temperature and full of moisture. The syngas leaves
the kiln at over 1,800 oF as various gaseous elements, predominately nitrogen and with large
amounts of hydrogen, oxygen, methane, and carbon monoxide. The high temperature of the
syngas dries the MSW while the moisture of the MSW protects light metals, like aluminum
from melting and burning.

Zone 2
Combustion of the light weight, volatile materials, like paper and plastic, occurs providing
heat for the gasification process. Combustion is controlled by limiting the fresh air admitted
to the kiln, essentially ‘starving’ the combustion process of all the air required for a complete
burn. The heat from this controlled combustion causes a breakdown of the remaining organic
matter into gaseous components and at the same time disassociates the moisture in the MSW
into hydrogen and oxygen (historically called ‘water gas’).

Zone 3
The combustion/gasification step is complete, but the inorganic materials left (recyclables
and frit) are extremely hot. The controlled amount of fresh air coming into the kiln to support
the limited combustion passes over the hot inorganics transferring the heat to the air and at
the same time cooling these rejected materials so that they can be handled by conventional
material handling systems.
All the time the gases are going one direction and the solids are going the opposite
direction, the rotary gasifier is slowly rotating, which has the effect of:
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•

Constantly exposing new MSW material to the hot gases, and

•

Protecting the metals by moving other MSW over them, and

•

Knock off any char off the solids which otherwise would prove to be an insulting
layer that would slow down the gasification process.

Tests were conducted relating the syngas produced to the infeed of MSW to the gasifier
to determine both the quantity and composition.

It should also be noted that the

characteristics of any syngas produced depends greatly on the MSW composition and
whether pre-gasification recycling has occurred. While the exact composition of the syngas
is considered confidential by the developer, the general, important characteristics of the
syngas used in the following calculations are as follows:
➢ Combustibles consists of hydrogen, methane, oxygen, and carbon monoxide
➢ 1,000 standard cubic feet (SCF) of syngas produced per pound of MSW
➢ The approximate syngas temperature leaving gasifier is 1,800 oF.

Step 2: Combustion of the Syngas to Generate Steam
The calculation of the steam produced is the results of a simple heat balance calculation
where heat in equals the heat out of the boiler. In a simple illustration:

Heat leaving in the
form of steam

Heat carried in
with the Syngas

Boiler
Heat from Syngas
combustion
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The quantity and composition of the syngas produced, based on testing of the MDGS
Energy-from-Waste technology as found at the Inez, Kentucky (USA) facility with a projected
increase of the MSW feed rate to 750 TPD was given to an established boiler manufacturer
who calculated the predicted performance of this boiler using this syngas as its fuel. A
summary of the significant parameters are listed below:
•
•
•
➢

Steam produced:
Steam conditions:
Flame temperature:
Equipment supplied:

220,000 lbs/hr
750 psi at 750 oF
4,229 oF
(note this high temperature)
Boiler furnace & convection zone, superheater, economizer

Step 3: Steam turbine and generator produce electric power
The steam flow rate and conditions were given to an established turbine manufacturer who
calculated the predicted performance of the steam produced. This manufacturer could only
produce a turbine generator (T-G) set up to 12 MW, so for this study, it is assumed two T-G
sets would be used as a design basis and ultimately a manufacturer could be found to provide
a single unit.
Electric out
Steam in
Turbine

Generator

Steam

Condensate out

•
•
•
•
➢

Steam consumed:
Steam inlet conditions:
Steam outlet conditions:
Turbine Operating Speed:
Equipment supplied:
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COMPARATIVE CURRENT MASS BURN TECHNOLOGY

Mass burn technology probably originated in the early 1800s to provide as labor intensive
way to burn coal and wood in an industrial application to produce steam (imagine an old-time
steam locomotive). By the early 1900s, labor saving improvements included the mechanical
stoker, which transformed the heavy manual labor effort into something machines could do.

As no clear definition or history of mass

Figure 1: Mass Burn Incinerator Cross Section

burn could be found on the internet, as
used herein, mass burn is meant to depict
the supply of the fuel in ‘mass’, originally
coal, to a boiler’s primary furnace for
combustion. This mass of fuel is spread
over a horizontal, or slightly inclined
surface, or stoker, where fresh air is
passed though the fuel bed, and ignition
source is provided, and the combustion
process is initiated. Orinial coal stoker
types included the underfeed stoker, the
traveling grate stoker, and the spreader
stoker. At first, the traveling grate stoker was used to burn municipal solid waste, and
eventually modified into the inclined, reciprocating stoker shown here.

Since the very essence of the combustion process is the oxidation of the combustible
elements in the fuel (i.e. carbon, hydrogen, and some others) with the exothermic release of
the heating value contained in these elements. Gaseous fuel, like natural gas or propane,
combust efficiently as it is relatively easy to position the oxygen next to the combustible
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element to start the combustion process. With solid fuel, coal, wood, or MSW, on the other,
it is extremely difficult for the oxygen element to reach all the combustible elements. Typical
combustion of any solid object typically occurs on or near the surface of the solid itself. For
example, take burning wood in a fireplace. The wood needs to be constantly poked to break
off the outer crust of ash to allow the air to reach the inner most, unburned wood.

There is an axiom in combustion fundamentals, good combustion requires the three Ts,
these are Temperature, Time, and Turbulence.
1. Temperature is the autoignition point where each of the combustible elements can
spontaneously burn,
2. Time is the period required to bring the combustible element up to the autoignition
point, and
3. Turbulence is the agitation required to mix the fuel with the air to introduce oxygen
to the combustible elements.
The proper design of the mass burn technology does well satisfying Points 1 and 2 above,
but the quiet, slow motion of the MSW travel across the stoker grate has difficulty satisfying
Point 3. As an example of this, ash from the combustion process of MSW can contain from 3
to 6 percent unburned carbon, which represents an inefficiency of the overall combustion
process. In virtually all mass burn incinerators, combustion efficiency is not a concern as the
‘fuel’ is free, and the incinerator is meeting its goal of achieving over a 90 percent reduction
in the volume of MSW that ends up going to a landfill.
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ADVANTAGES OF GASIFICATION OVER CURRENT TECHNOLOGY

The following is a simple overview list of the many advantages the MDGS Energy-fromWaste technology as found at the Inez, Kentucky (USA) has over the current mass burn
technology describe above,
1. Gasification systems, in general, could be considered a “carbon neutral” process
because MSW that would otherwise go to landfills is used as fuel.
a. Approximately 750 tons/day of MSW could produce 23 MW of electric power,
the thermal equivalent of 7 tons/hour of coal, 1,300 gallons/hour of fuel oil, or
190,000 CF/Hr of natural gas.
2. Based on published information (US Energy Information Agency Article; Biomass
Explained), “waste-to-energy plants in the US generated about 474 KW of electricity”
per ton of MSW.
a. Extrapolating the performance of the MDGS Energy-from-Waste technology as
found at the Inez, Kentucky (USA) based on experience, this rotary kiln gasifier
should be capable of generating over 700 KW of electricity per ton of MSW.
b. This increase in electric production represents a 47% improvement over current
mass burn technology.
3. The MSW fed into the kiln can vary in size from house trash to 4-inch chunks of wood
to full car tires.
4. The slow rotation of the ‘rotary’ kiln (2 rpm) gently tumbles the MSW, causing the
cascading of the trash on top of adjacent trash.
a. The slow-motion tumbling action of the MSW abrades and knocks off any char
surface on the trash being gasified continuously exposing fresh material
beneath the char layer.

energy21@fuse.net

3 Peasenhall

Cincinnati, OH 45208
15

513-608-8801

Energy 21, LLC

ENGINEERING REPORT: ENERGY-from-WASTE TECHNOLOGY
as found in INEZ, KENTUCKY, USA

b. The exposure of the fresh material promotes the contact of oxygen with the
material to be oxidized, thereby promoting the
combustion process.

Photo 2: Glass frit left from
gasification

c. The constant attrition of the MSW infeed ensures
that all combustible materials are gasified so that
any material existing the gasifier is inert ‘ash’.
5. The combustion process is controlled by limiting the
amount of fresh air allowed into the kiln to support the combustion process.
a. Air introduced into the kiln is limited to the stoichiometric amount required for
the limited combustion to take place, excess air is theoretically reduced to ‘zero’.
b. The heat from the limited combustion breaks the organic compounds contained
in the MSW into hydrogen, methane and carbon monoxide, and because of the
strict control of ‘excess air’, does not burn completely, thereby forming the basis
of the syngas produced.
6. The temperature of the kiln is maintained at approximately 600 oF by controlling the
combustion process’s release of thermal energy in conjunction with the infeed of raw
MSW into the kiln.
a. The relatively low temperature ensures the valuable metals, aluminum, copper,
and steel, are not oxidized, thereby available for recycling.
b. As these various metals are not oxidized, the environmental impact of any
potential metal oxides is avoided.
7. The synthetic gas (syngas) created is as the name applies, a gaseous fuel.
a. Combustion of the syngas in the boiler that follows the rotary kiln gasifier is as
efficient as a gas fired boiler can be.
b. Combustion of the syngas in the boiler at an elevated temperature over 1,600oF
ensures the total destruction of dangerous emissions (like dioxins and others).
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8. The MSW material that cannot be gasified is rejected
from the rotary kiln gasifier for post gasification recycling.

Photo 3: Wire strands from
a gasified tire

a. The post gasification recycled material is sterile,

cleaned of any varnish, paper, or food coatings.
b. Separation of recycled materials is much easier

as the bulk of the combustibles have been
eliminated.
The following is a simple overview list of the few disadvantages the Inez rotary kiln gasifier
has over the current mass burn technology describe above,

1. The physical size of the rotary kiln is limited by the ability of the kiln to stay rigid
over its entire length. Attempts to make the kiln too long or two big a diameter could
cause flexing of the kiln between its roller supports, which in turn would cause
cracking, thereby destruction of the internal refractory. Such physical restraints
would have a limit on the through-put of MSW into the kiln.
2. The kiln is lined with refractory to resist the thermal and chemical attack of the MSW
passing through it. As with any refractory lined vessel, the rotary kiln is subject to
thermal shock.
a. Start-up of the kiln must be carefully controlled as not to be too fast as to
cause harm to the refractory
b. Starts and stops of the kiln should be reduced as much as possible;
preferable to operate the kiln 24 hours per day for months at a time.
3. The internal refractory is a ‘consumable’ material as it will wear with the attrition of
the MSW passing though it. Life expectancy is dependent on the characteristics of
the MSW being processed, but should be in years, not months.
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NAWTES18-3521 Technical Paper; Status of Existing Biomass
Gasification and Pyrolysis Facilities in North America
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Rotary kiln
A rotary kiln is a pyroprocessing device used to raise materials to
a high temperature (calcination) in a continuous process. Materials
produced using rotary kilns include:
◾ Cement
◾ Lime
◾ Refractories

Rotary kiln (rust colored horizontal
tube at right) at a Wyoming cement
plant

◾ Metakaolin
◾ Titanium dioxide
◾ Alumina
◾ Vermiculite
◾ Iron ore pellets
They are also used for roasting a wide variety of
sulfide ores prior to metal extraction.

Principle of operation

General layout of a direct fired countercurrent
rotary kiln used in cement manufacture

The kiln is a cylindrical vessel, inclined slightly to the
horizontal, which is rotated slowly about its axis. The material to be
processed is fed into the upper end of the cylinder. As the kiln
rotates, material gradually moves down towards the lower end, and
may undergo a certain amount of stirring and mixing. Hot gases
pass along the kiln, sometimes in the same direction as the process
material (co-current), but usually in the opposite direction
(counter-current). The hot gases may be generated in an external
furnace, or may be generated by a flame inside the kiln. Such a
flame is projected from a burner-pipe (or "firing pipe") which acts
like a large bunsen burner. The fuel for this may be gas, oil,

Rotary kiln body, with drive gear and
2 tyres (riding rings)

pulverized petroleum coke or pulverized coal.

Construction
The basic components of a rotary kiln are the shell, the refractory lining, support tyres (riding rings) and
rollers, drive gear and internal heat exchangers.

History

The rotary kiln was invented in 1873 by the Englishman Frederick Ransome.[1]

Kiln shell
This is made from rolled mild steel plate, usually between 15 and 30 mm thick, welded to form a cylinder
which may be up to 230 m in length and up to 6 m in diameter. This will be usually situated on an east–west
axis to prevent eddy currents.
Upper limits on diameter are set by the tendency of the shell to deform under its own weight to an oval cross
section, with consequent flexure during rotation. Length is not necessarily limited, but it becomes difficult to
cope with changes in length on heating and cooling (typically around 0.1 to 0.5% of the length) if the kiln is
very long.

Refractory lining
The purpose of the refractory lining is to insulate the steel shell from the high temperatures inside the kiln, and
to protect it from the corrosive properties of the process material. It may consist of refractory bricks or cast
refractory concrete, or may be absent in zones of the kiln that are below around 250 °C. The refractory selected
depends upon the temperature inside the kiln and the chemical nature of the material being processed. In
some processes, such as cement, the refractory life is prolonged by maintaining a coating of the processed
material on the refractory surface. The thickness of the lining is generally in the range 80 to 300 mm. A typical
refractory will be capable of maintaining a temperature drop of 1000 °C or more between its hot and cold
faces. The shell temperature needs to be maintained below around 350 °C in order to protect the steel from
damage, and continuous infrared scanners are used to give early warning of "hot-spots" indicative of refractory
failure.

Tyres and rollers
Tyres, sometimes called riding rings, usually consist of a single
annular steel casting, machined to a smooth cylindrical surface,
which attach loosely to the kiln shell through a variety of "chair"
arrangements. These require some ingenuity of design, since the
tyre must fit the shell snugly, but also allow thermal movement.
The tyre rides on pairs of steel rollers, also machined to a smooth
cylindrical surface, and set about half a kiln-diameter apart. The
rollers must support the kiln, and allow rotation that is as nearly
frictionless as possible. A well-engineered kiln, when the power is
cut off, will swing pendulum-like many times before coming to rest.

Kiln tyre closeup showing typical
chair arrangement

The mass of a typical 6 x 60 m kiln, including refractories and feed,
is around 1100 tonnes, and would be carried on three tyres and sets
of rollers, spaced along the length of the kiln. The longest kilns may have 8 sets of rollers, while very short kilns
may have only two. Kilns usually rotate at 0.5 to 2 rpm, but sometimes as fast as 5 rpm. The Kilns of most
modern cement plants are running at 4 to 5 rpm. The bearings of the rollers must be capable of withstanding

the large static and live loads involved, and must be carefully protected from the heat of the kiln and the
ingress of dust. In addition to support rollers, there are usually upper and lower "retaining (or thrust) rollers"
bearing against the side of tyres, that prevent the kiln from slipping off the support rollers. Now rotary kiln
length is 84 meters.

Drive gear
The kiln is usually turned by means of a single Girth Gear surrounding a cooler part of the kiln tube, but
sometimes it is turned by driven rollers. The gear is connected through a gear train to a variable-speed electric
motor. This must have high starting torque in order to start the kiln with a large eccentric load. A 6 x 60 m kiln
requires around 800 kW to turn at 3 rpm. The speed of material flow through the kiln is proportional to
rotation speed, and so a variable speed drive is needed in order to control this. When driving through rollers,
hydraulic drives may be used. These have the advantage of developing extremely high torque. In many
processes, it is dangerous to allow a hot kiln to stand still if the drive power fails. Temperature differences
between the top and bottom of the kiln may cause the kiln to warp, and refractory is damaged. It is therefore
normal to provide an auxiliary drive for use during power cuts. This may be a small electric motor with an
independent power supply, or a diesel engine. This turns the kiln very slowly, but enough to prevent damage.

Internal heat exchangers
Heat exchange in a rotary kiln may be by conduction, convection and radiation, in descending order of
efficiency. In low-temperature processes, and in the cooler parts of long kilns lacking preheaters, the kiln is
often furnished with internal heat exchangers to encourage heat exchange between the gas and the feed. These
may consist of scoops or "lifters" that cascade the feed through the gas stream, or may be metallic inserts that
heat up in the upper part of the kiln, and impart the heat to the feed as they dip below the feed surface as the
kiln rotates. The latter are favoured where lifters would cause excessive dust pick-up. The most common heat
exchanger consists of chains hanging in curtains across the gas stream.

Other equipment
The kiln connects with a material exit hood at the lower end and to ducts for waste gases. This requires gastight seals at either end of the kiln. The exhaust gas may go to waste, or may enter a preheater which further
exchanges heat with the entering feed. The gases must be drawn through the kiln, and the preheater if fitted,
by a fan situated at the exhaust end. In preheater installations which may have a high pressure-drop, a lot of
fan power may be needed, and the fan is often the largest drive in the kiln system. Exhaust gases contain dust
and there may be undesirable constituents such as sulfur dioxide or hydrogen chloride. Equipment is installed
to scrub these out before the exhaust gases pass to atmosphere.

Differences according to the process
Kilns used for DRI production

Direct reduction processes based on a rotary kiln[2]

1

Consistancy of kiln discharge

2

3a

solid

Preferred iron content of ore (% Fe)

3060

Size of ore feed (mm)

< 20

< 20

Maximal temperature of charge (°C)

600900

Oxygen removal (% O2 extracted from Fe2O3)

12 %

20-70

Lurgi

Highveld
Udy
Larco
Elkem

4

5

semiliquid

sol.
(clinker)
liq. (pig
iron)

3060

55-63

25-45

50-67

<
10

5-25[3]

<5

< 0.2

0.3

2.8-3.0

12001300

14001500

no influence

Influence of basicity of charge (CaO/Al2O3)

Examples of processes

3b

900-1100
>90

RN

SL/RN
Krupp

100
KruppRenn

Basset

See also
◾ List of ovens
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Waste-to-Energy (Municipal Solid Waste) – In Depth
How waste-to-energy plants work
Waste-to-energy plants burn municipal solid waste (MSW), often called garbage or trash, to produce steam in a boiler
that is used to generate electricity.
There are different types of waste-to-energy systems or technologies. The most common type used in the United
States is the mass-burn system, where unprocessed MSW is burned in a large incinerator with a boiler and a
generator for producing electricity (see illustration below). Another, less common type of system processes MSW into
fuel pellets that can be used in smaller power plants.

Source: Adapted with permission from Deltaway Energy

The process of generating electricity in a mass-burn waste-to-energy plant has seven stages:
◾
◾
◾
◾
◾
◾

Waste is dumped from garbage trucks into a large pit.
A giant claw on a crane grabs waste and dumps it in a combustion chamber.
The waste (fuel) is burned, releasing heat.
The heat turns water into steam in a boiler.
The high-pressure steam turns the blades of a turbine generator to produce electricity.
An air pollution control system removes pollutants from the combustion gas before it is released through a
smoke stack.
◾ Ash is collected from the boiler and the air pollution control system.
Think of municipal solid waste as a mixture of energy-rich fuels. For
every 100 pounds of MSW in the United States, more than 85 pounds
can be burned as fuel to generate electricity. Those fuels include
paper, plastics, and yard waste. In 2016, one ton of MSW burned in

waste-to-energy plants in the United States generated about 474
kilowatthours (kWh) of electricity, the amount of electricity used by
about 16 U.S. households in one day.
In a waste-to-energy plant, 2,000 pounds (one ton) of garbage is
reduced to 300 pounds–600 pounds of ash.

Trash burned around the world
Many countries use waste-to-energy plants to capture the energy in
waste. The use of waste-to-energy plants in some European countries
and Japan is relatively high, in part because those countries have little
open space for landfills, and they have few energy resources.

Learn More
◾ Sustainable materials management — https://www.epa.gov/smm/advancing-sustainable-materials-managementfacts-and-figures
◾ OECD data - See Environment, Waste, Municipal waste - Generation and Treatment, Incineration with energy
recovery — http://stats.oecd.org/#
◾ Articles on waste-to-energy — /todayinenergy/index.php?tg=waste-to-energy

Last Updated: January 24, 2018
https://www.eia.gov/energyexplained/index.cfm?page=biomass_waste_to_energy
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Preliminary Boiler Performance & Layout
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Preliminary Steam Turbine – Electric Generator Performance

energy21@fuse.net

3 Peasenhall

Cincinnati, OH 45208
5

513-608-8801

Energy 21, LLC

ENGINEERING REPORT ON ENERGY-from-WASTE TECHNOLOGY
as found in INEZ, KENTUCKY, USA

ENGINEERING REPORT
MDGS ENERGY-from-WASTE TECHNOLOGY
as found in INEZ, KENTUCKY, USA

Appendix 6
State of Kentucky Environmental Operating Permit

energy21@fuse.net

3 Peasenhall

Cincinnati, OH 45208
6

513-608-8801

Commonwealth of Kentucky
Energy and Environment Cabinet
Department for Environmental Protection
Division for Air Quality
200 Fair Oaks Lane, 1st Floor
Frankfort, Kentucky 40601
(502) 564-3999

Final

AIR QUALITY PERMIT

Issued under 401 KAR 52:030
Permittee Name:
Mailing Address:

Inez Power, L.L.C.
P.O. Box 367, Allen, Kentucky 41601

Source Name:
Mailing Address:

Inez Power, L.L.C.
900 Middle Fork Wolf Creek Road,
Debord, Kentucky 41214

Source Location:

900 Middle Fork Wolf Creek Road

Permit ID:
Agency Interest #:
Activity ID:
Review Type:
Source ID:

F-14-033
40472
APE20140002
Title V, Operating
21-159-00026

Regional Office:

County:

Hazard Regional Office
233 Birch Street, Suite 2
Hazard, KY 41701
(606) 435-6022
Martin

Application
Complete Date:
Issuance Date:
Expiration Date:

June 25, 2014
November 10, 2014
November 10, 2019

Sean Alteri, Director
Division for Air Quality
Version 10/16/13

Worldwide
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as developed
at Inez Power
belongs to
MDGS
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SECTION A - PERMIT AUTHORIZATION
Pursuant to a duly submitted application the Kentucky Division for Air Quality (Division) hereby
authorizes the operation of the equipment described herein in accordance with the terms and
conditions of this permit. This permit has been issued under the provisions of Kentucky Revised
Statutes (KRS) Chapter 224 and regulations promulgated pursuant thereto.
The permittee shall not construct, reconstruct, or modify any affected facilities without first
submitting a complete application and receiving a permit for the planned activity from the permitting
authority, except as provided in this permit or in 401 KAR 52:030, Federally-enforceable permits for
non-major sources.
Issuance of this permit does not relieve the permittee from the responsibility of obtaining any other
permits, licenses, or approvals required by the Kentucky Energy and Environment Cabinet (Cabinet)
or any other federal, state, or local agency.

Permit Number: F-14-033

Page: 2 of 47

SECTION B - EMISSION POINTS, EMISSION UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)
Emission Unit: 01 (01)

Municipal Solid Waste Gasifier

Description:
The emission unit consists of a gasification kiln and a dryer unit exhausting into a reduction chamber
(also known as boiler furnace chamber). The gasification kiln is equipped with a 15 million British
thermal units per hour (mmBtu/hr) burner. The reduction chamber is also equipped with a
15 mmBtu/hr burner. The emission unit also contains two heat exchangers used to recover heat from
the gasifier exhaust gases.
Process 001:
Municipal Solid Waste Gasifier
Type:
Shop fabricated
Maximum Capacity: 18.33 tons per hour
440 tons per day
Construction Date: 2003, new burners added in 2006
Process 002:
Construction Date:

#1 & 2 fuel oil (primary fuel)
7/29/2006

Process 003:
Construction Date:

Natural gas (secondary fuel)
7/29/2006

Process 004:
Construction Date:
Control Device:

Propane (tertiary fuel)
7/29/2006
Spray dryer absorber; baghouse
(Injection of sodium bicarbonate and/or calcium oxide in the flue gas prior to
the spray dryer absorber unit to reduce hydrochloric acid emissions and
introduction of aqueous ammonia to the flue gas prior to the spray dryer
absorber unit to reduce nitrogen oxides (NOX) emissions)

The heat recovered from the flue gas in the indirect heat exchangers will be used to produce steam to
power a 9 megaWatt (MW) steam turbine for the generation of electricity. The flue gas will then be
directed to the control devices.
APPLICABLE REGULATIONS:
401 KAR 60:005, 40 C.F.R. Part 60 standards of performance for new stationary sources,
incorporating by reference 40 CFR 60, Subpart Eb, Standards of Performance for Large Municipal
Waste Combustors for Which Construction is Commenced After September 20, 1994 or for Which
Modification or Reconstruction is Commenced After June 19, 1996.
401 KAR 59:021, New municipal solid waste incinerators.
STATE-ORIGIN REQUIREMENTS
401 KAR 63:020, Potentially hazardous matter or toxic substances.
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SECTION B - EMISSION POINTS, EMISSION UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)
NON-APPLICABLE REGULATIONS:
401 KAR 60:005, 40 C.F.R. Part 60 standards of performance for new stationary sources,
incorporating by reference 40 CFR 60, Subpart Da, Standards of Performance for Electric Utility
Steam Generating Units.
401 KAR 60:005, 40 C.F.R. Part 60 standards of performance for new stationary sources,
incorporating by reference 40 CFR 60, Subpart Db, Standards of Performance for IndustrialCommercial-Institutional Steam Generating Units.
401 KAR 60:005, 40 C.F.R. Part 60 standards of performance for new stationary sources,
incorporating by reference 40 CFR 60, Subpart Ea, Standards of Performance for Municipal Waste
Combustors for Which Construction is Commenced After December 20, 1989 and on or Before
September 20, 1994.
401 KAR 60:005, 40 C.F.R. Part 60 standards of performance for new stationary sources,
incorporating by reference 40 CFR 60, Subpart AAAA, Standards of Performance for Small
Municipal Waste Combustion Units for Which Construction is Commenced After August 30, 1999
or for Which Modification or Reconstruction is Commenced After June 6, 2001.
401 KAR 60:005, 40 C.F.R. Part 60 standards of performance for new stationary sources,
incorporating by reference 40 CFR 60, Subpart EEEE, Standards of Performance for Other Solid
Waste Incineration Units for Which Construction is Commenced After December 9, 2004, or for
Which Modification or Reconstruction is Commenced on or After June 16.
1.

Operating Limitations:
a.
For compliance with the source-wide emission limit to preclude the applicability of
401 KAR 52:020 for major sources, the maximum charging rate of municipal solid
waste (MSW), as defined in 40 CFR 60.51(b), to the gasifier shall not exceed 18.3
tons per hour and 440 tons per day. Refer to Section D - Source Emission
Limitations And Testing Requirements, paragraph 4.
b.

The owner or operator shall not cause the facility to operate at a load level greater
than 110 percent of the maximum demonstrated municipal waste combustor unit
load. [40 CFR 60.53b(b)]

c.

The owner or operator shall not cause the facility to operate at a temperature,
measured at the particulate matter control device inlet, exceeding 17 degrees Celsius
(°C) above the maximum demonstrated particulate matter control device temperature
measured during the most recent dioxin/furan performance test. [40 CFR 60.53b(c)]

d.

The owner or operator shall not cause or allow the facility to operate at a load level
greater than 100 percent of the maximum MSWI unit load. Unit load as defined in
401 KAR 59:021, Section 1(50), means volume of steam produced expressed in
kilograms per hour (pounds per hour) of steam. [401 KAR 59:021, Section 8(1)]
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SECTION B - EMISSION POINTS, EMISSION UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)
e.

The reduction chamber shall be maintained at a minimum temperature of 982 °C
(1,800 degrees Fahrenheit (°F)). [401 KAR 59:021, Section 8(3)(a)]

f.

The minimum secondary chamber residence time shall be 1.0 second. [401 KAR
59:021, Section 8(3)(b)]

g.

The facility shall have interlocks or other process control devices to prevent
operation of unit until the minimum temperature and residence time is assured. [401
KAR 59:021, Section 8(3)(c)]

h.

The owner or operator shall not allow the temperature of the flue gases entering the
particulate matter control device inlet to exceed 149 °C (300 °F) while combusting
MSW. [401 KAR 59:021, Section 8(4)]

i.

No unprocessed MSW or firing refuse-derived fuel (RDF), as defined in 40 CFR
60.51(b), shall be gasified in the facility. [401 KAR 59:021, Section 8(5)]

j.

No yard waste or vehicle batteries shall be processed in the facility. [401 KAR
59:021, Section 8(6)]

k.

Prior to initial start-up, the owner or operator shall establish a program to remove
household batteries from MSW prior to gasification and the program shall be
approved by the Cabinet. [401 KAR 59:021, Section 8(7)]

l.

The ash removed from the gasifier shall be tested to determine the toxicity of the ash,
using tests required in Title 401, Chapter 31. Ash which is determined to be a
hazardous waste shall be disposed of according to the administrative regulations of
the Division of Waste Management. Ash which is determined to be not hazardous
waste shall be disposed of in a contained landfill. [401 KAR 59:021, Section 8(9)]

m.

Since the facility will receive MSW from generators that are noncontiguous to the
incineration site, it shall comply with the operating requirements for contained
landfills in 401 KAR 48:090, Section 2. [401 KAR 59:021, Section 8(10)]

n.

Since the facility will receive MSW from generators that are noncontiguous to the
incineration site, it shall comply with the design requirements for contained landfills
in 401 KAR 48:070, Section 15. [401 KAR 59:021, Section 8(11)]

o.

Within 6 months after the date of startup, each chief facility operator and shift
supervisor of the facility shall have completed full certification or shall have
scheduled a full certification exam or shall obtain and maintain a current provisional
operator certification with the American Society of Mechanical Engineers (ASME).
[40 CFR 60.54b(a) and (b)]

p.

The owner or operator shall not allow the facility to be operated at any time unless
one of the following persons is on duty and at the affected facility: A fully certified
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SECTION B - EMISSION POINTS, EMISSION UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)
chief facility operator, a provisionally certified chief facility operator who is
scheduled to take the full certification exam according to the schedule specified in 40
CFR 60.54b(b), a fully certified shift supervisor, or a provisionally certified shift
supervisor who is scheduled to take the full certification exam according to the
schedule specified in 40 CFR 60.54b(b). [40 CFR 60.54b(c)]
q.

r.

Pursuant to 40 CFR 60.54b(c)(2), if both the certified chief facility operator and
certified shift supervisor are unavailable, a provisionally certified control room
operator on site at the municipal waste combustion unit may fulfill the certified
operator requirement. Depending on the length of time that a certified chief facility
operator and certified shift supervisor are away, the owner or operator must meet one
of three criteria:
(1)
When the certified chief facility operator and certified shift supervisor are
both off site for 12 hours or less, and no other certified operator is on site, the
provisionally certified control room operator may perform the duties of the
certified chief facility operator or certified shift supervisor. [40 CFR
60.54b(c)(2)(i)]
(2)
When the certified chief facility operator and certified shift supervisor are off
site for more than 12 hours, but for two weeks or less, and no other certified
operator is on site, the provisionally certified control room operator may
perform the duties of the certified chief facility operator or certified shift
supervisor without notice to, or approval by, the Administrator. However,
the owner or operator must record the period when the certified chief facility
operator and certified shift supervisor are off site and include that
information in the annual report. [40 CFR 60.54b(c)(2)(ii)]
(3)
Pursuant to 40 CFR 60.54b(c)(2)(iii), when the certified chief facility
operator and certified shift supervisor are off site for more than two weeks,
and no other certified operator is on site, the provisionally certified control
room operator may perform the duties of the certified chief facility operator
or certified shift supervisor without approval by the Administrator.
However, the owner or operator must take two actions:
(i)
Notify the Administrator in writing. In the notice, state what caused
the absence and what actions are being taken by the owner or
operator to ensure that a certified chief facility operator or certified
shift supervisor is on site as expeditiously as practicable.
(ii)
Submit a status report and corrective action summary to the
Administrator every four weeks following the initial notification. If
the Administrator provides notice that the status report or corrective
action summary is disapproved, the municipal waste combustion unit
may continue operation for 90 days, but then must cease operation. If
corrective actions are taken in the 90-day period such that the
Administrator withdraws the disapproval, the municipal waste
combustion unit operation may continue.
All chief facility operators, shift supervisors, and control room operators at affected
facilities must complete the Environmental Protection Agency (EPA) municipal

Permit Number: F-14-033

Page: 6 of 47

SECTION B - EMISSION POINTS, EMISSION UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)
waste combustor operator training course no later than the date six months after the
date of startup of the affected facility. [40 CFR 60.54b(d)]
s.

Pursuant to 40 CFR 60.54b(e), the owner or operator shall develop and update on a
yearly basis a site-specific operating manual that addresses the elements of municipal
waste combustor unit operation specified below:
(1)
A summary of the applicable standards under 40 CFR 60, subpart Eb;
(2)
A description of basic combustion theory applicable to a municipal waste
combustor unit;
(3)
Procedures for receiving, handling, and feeding MSW;
(4)
Municipal waste combustor unit startup, shutdown, and malfunction
procedures;
(5)
Procedures for maintaining proper combustion air supply levels;
(6)
Procedures for operating the municipal waste combustor unit within the
standards established under 40 CFR 60, subpart Eb;
(7)
Procedures for responding to periodic upset or off-specification conditions;
(8)
Procedures for minimizing particulate matter carryover;
(9)
Procedures for handling ash;
(10) Procedures for monitoring municipal waste combustor unit emissions; and
(11) Reporting and recordkeeping procedures.

t.

The owner or operator shall establish a training program to review the operating
manual developed pursuant to 40 CFR 60.54b(e) with each person who has
responsibilities affecting the operation of an affected facility including, but not
limited to, chief facility operators, shift supervisors, control room operators, ash
handlers, maintenance personnel, and crane/load handlers. The review will be
completed within six months after the date of startup of the affected facility or the
date prior to the day the person assumes responsibilities affecting municipal waste
combustor unit operation; and will be repeated annually. [40 CFR 60.54b(f)]

u.

The owner or operator subject to 401 KAR 47:030 shall not construct or operate the
affected facility in a manner which will violate the requirements of that
administrative regulation. Solid waste facilities failing to satisfy the requirements of
this administrative regulation shall be considered open dumps which are prohibited
by KRS 224.40-100. [401 KAR 59:021, Section 2(5)]

v.

The procedures in 40 CFR 60.13 shall be followed for installation, evaluation, and
operation of the continuous emission monitoring system (CEMS). [401 KAR 59:021,
Section 10(8)(e)]

w.

The CEMS shall conform to the applicable performance specifications in 40 CFR
Part 60, appendix B or Kentucky Specification 4A. [401 KAR 59:021, Section
10(8)(f)]
The requirements of Kentucky Procedure 1, shall be met in the operation of the
CEMS. [401 KAR 59:021, Section 10(8)(g)]

x.
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SECTION B - EMISSION POINTS, EMISSION UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)
y.

The owner or operator shall not allow any affected facility to emit potentially
hazardous matter or toxic substances in such quantities or duration as to be harmful
to the health and welfare of humans, animals and plants. [401 KAR 63:020,
Section 3]

z.

The owner or operator shall comply with the provisions of 40 CFR 60.58b(a)(1)
during startup, shutdown and malfunction. [40 CFR 60.58b(a)]

Compliance Demonstration Methods:
a.
As referenced by 40 CFR 60.58b(j)(1), for compliance with Operating Limitations a,
the municipal waste gasifier unit capacity shall be calculated based on 24 hours of
operation at the maximum charging rate. The maximum charging rate shall be
determined as follows:
(1)
For combustors that are designed based on heat capacity, the maximum
charging rate shall be calculated based on the maximum design heat input
capacity of the unit and a heating value of 12,800 kilojoules per kilogram for
combustors firing RDF and a heating value of 10,500 kilojoules per kilogram
for combustors firing MSW that is not RDF.
(2)
For combustors that are not designed based on heat capacity, the maximum
charging rate shall be the maximum design charging rate.
b.

For compliance with Operating Limitations b, and d, the owner or operator shall
determine municipal waste unit load as defined in 40 CFR 60.51b, by the procedures
in 40 CFR 60.58b(i)(6) consisting of:
(1)
The owner or operator shall install, calibrate, maintain, and operate a steam
flow meter or a feed water flow meter; measure steam (or feed water) flow in
kilograms per hour (or pounds per hour) on a continuous basis; and record
the output of the monitor. Steam (or feed water) flow shall be calculated in
four-hour block arithmetic averages.
(2)
The method included in the “American Society of Mechanical Engineers
Power Test Codes: Test Code for Steam Generating Units, Power Test Code
4.1—1964 (R1991)” shall be used for calculating the steam (or feed water)
flow. The recommendations in “American Society of Mechanical Engineers
Interim Supplement 19.5 on Instruments and Apparatus: Application, part II
of Fluid Meters, 6th edition (1971),” shall be followed for design,
construction, installation, calibration, and use of nozzles and orifices.
(3)
Measurement devices such as flow nozzles and orifices are not required to be
recalibrated after they are installed.
(4)
All signal conversion elements associated with steam (or feed water flow)
measurements must be calibrated according to the manufacturer's instructions
before each dioxin/furan performance test, and at least once per year.
Additionally, for compliance with Operating Limitations b, the owner or operator
shall fulfill the requirements of 40 CFR 60.58b(i)(8).
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SECTION B - EMISSION POINTS, EMISSION UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)
c.

For compliance with Operating Limitations c, and h, the owner or operator shall
install, calibrate, maintain and operate a device for measuring on a continuous basis
the temperature of the flue gas stream at the inlet to each particulate matter control
device. Temperature shall be calculated in four-hour block arithmetic averages. [40
CFR 60.58b(i)(7) and 401 KAR 59:021, Section 10(7)(b)]
Additionally, for compliance with Operating Limitations c, and h, the owner or
operator shall fulfill the requirements of 40 CFR 60.58b (i)(9).

d.

For compliance with Operating Limitations e, the owner or operator shall install,
calibrate, maintain, and operate a device for measuring on a continuous basis the
temperature of the reduction chamber temperature. Temperature shall be calculated
in four-hour block averages. [401 KAR 59:021, Section 10(7)(b)]

e.

For compliance with Operating Limitations f, the owner or operator shall
demonstrate compliance using the following equation:
T=L/V
Where:
T = Residence time in the chamber
L = Length of the chamber
V = Exit gas velocity as calculated in EPA Method 2

f.

For compliance with Operating Limitations i, j, and k, pursuant to 401 KAR 59.021,
Section 10(4), the owner or operator shall be responsible for operating the affected
facility in compliance with the prohibition on combustion of unprocessed MSW,
yard waste, and vehicle batteries and the implementation of a program for removal of
household batteries. If another party provides processed unprocessed MSW, or
removes yard waste, or vehicle or household batteries, the provider of the service
may become a co-operator of the affected facility. If the party providing the off-site
processing of unprocessed MSW, removal of yard waste or vehicle batteries, or
removal of household batteries elects to become a co-operator for purposes of
demonstrating compliance with Operating Limitations i, j, or k, the owner or operator
shall submit at the time of submittal of the initial compliance demonstration the
following:
(1)
A copy of a validly executed contract between the owner or operator and the
party providing the processing of unprocessed MSW, removal of vehicle
batteries, removal of yard waste, or removal of household batteries which
contains the following provisions:
(i)
An undertaking by the party that is co-operator or sole operator of the
affected facility regarding compliance with the requirements of
Operating Limitations i, j, or k; and
(ii)
An undertaking by the party to meet the requirements of Operating
Limitations i, j, or k, and a description of the specific actions that will
be implemented to comply with these requirements;
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(2)

2.

A certified statement signed by an authorized official representing the party
that they agree to become a cooperator, or sole operator, for the purpose of
demonstrating compliance and recognizing that enforcement action,
including penalties, may be taken against the party for failure to demonstrate
compliance with these requirements.

g.

Compliance with Operating Limitations l, is demonstrated from the maintained
records of analysis for toxicity of the ash from the affected facility and records of the
disposal of the ash. The owner or operator may utilize the ash for beneficial reuse if
the Division of Waste Management determines that the ash meets the requirements
for beneficial reuse.

h.

For compliance with Operating Limitations o, p, and q, the owner or operator shall
fulfill the requirements of 40 CFR 60.59b(d)(12)(i) through 40 CFR 60.59b
(d)(12)(iv).

i.

For compliance with Operating Limitations r, s, and t, the owner or operator shall
fulfill the requirements of 40 CFR 60.59b(d)(13).

j.

Compliance with Operating Limitations u, is shown when the owner or operator does
not violate any requirement of 401 KAR 47:030.

k.

For compliance with Operating Limitations v, w, and x, the owner or operator shall
fulfill the requirements of 401 KAR 59.021, Section 11(2).

l.

The source complies with 401 KAR 63:020 Operating Limitations y, based on the
rates of emissions of airborne toxics provided in the application submitted by the
source. If the source makes a process change, such as, but not limited to, process
rates, material formulations, which would result in increased emissions of these
previously evaluated airborne toxics, or in the emission of airborne toxics not
previously evaluated by the Administrator, the source shall submit the appropriate
application forms pursuant to 401 KAR 52:030, Section 4.

m.

Refer to reporting requirements in Section F ─ Monitoring, Recordkeeping, and
Reporting Requirements, paragraph 9, for compliance with Operating Limitations g,
l, m, n, and y.

n.

Refer to Section E ─ Source Control Equipment Requirements, for compliance with
Operating Limitations z.

Emission Limitations:
a.
For affected facilities that commenced construction, modification, or reconstruction
after September 20, 1994, and on or before December 19, 2005, the emission limit
for particulate emissions is 24 milligrams per dry standard cubic meter (dscm)
(three-hour average), corrected to 7 percent oxygen and emissions shall not exceed
ten percent opacity (six-minute average). [40 CFR 60.52b(a)(1)(i)]
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b.

On and after the date on which the initial performance test is completed, particulate
emissions from the affected facility shall not exceed 34 milligrams per dscm (0.015
grains per dry standard cubic foot), corrected to seven percent oxygen (dry basis).
Emissions shall not exceed ten percent opacity. [401 KAR 59:021, Section 3]

c.

On and after the date on which the initial performance test is completed or is required
to be completed under 40 CFR 60.8, subpart A, the owner or operator shall not cause
to be discharged into the atmosphere from that affected facility any gases that contain
cadmium in excess of is 20 micrograms per dscm, corrected to seven percent oxygen,
based on a three-hour average. [40 CFR 60.52b(a)(3)(i)]

d.

On and after the date on which the initial performance test is completed or is required
to be completed under 40 CFR 60.8, subpart A, the owner or operator shall not cause
to be discharged into the atmosphere from that affected facility any gases that contain
lead in excess of 200 micrograms per dscm, corrected to seven percent oxygen, based
on a three-hour average. [40 CFR 60.52b(a)(4)(i)]

e.

On and after the date on which the initial performance test is completed or is required
to be completed under 40 CFR 60.8, subpart A, the owner or operator shall not cause
to be discharged into the atmosphere from that affected facility any gases that contain
mercury in excess of 80 micrograms per dry dscm or 15 percent of the potential
mercury emission concentration (85 percent reduction by weight), corrected to seven
percent oxygen, whichever is less stringent, based on a three-hour average. [40 CFR
60.52b(a)(5)(i)]

f.

On and after the date on which the initial performance test is completed or is required
to be completed under 40 CFR 60.8, subpart A, the owner or operator of an affected
facility for which construction, modification, or reconstruction commences after
November 20, 1997 shall not cause to be discharged into the atmosphere from that
affected facility any gases that contain dioxin/furan total mass emissions that exceed
13 nanograms per dscm (total mass), corrected to seven percent oxygen based on a
24-hour average. [40 CFR 60.52b(c)(2)]

g.

On and after the date in which the initial performance test is completed, emissions
that contain dioxin or furan shall not exceed 30 nanograms per normal cubic meter
(14 grains per billion standard cubic feet), corrected to seven percent oxygen (dry
basis). [401 KAR 59:021, Section 4(2)]

h.

On and after the date on which the initial performance test is completed or is required
to be completed under 40 CFR 60.8, subpart A, the owner or operator shall not cause
to be discharged into the atmosphere from that affected facility any gases that contain
Sulfur dioxide (SO2) in excess of 30 parts per million by volume (ppmv) or 20
percent of the potential SO2 emission concentration (80 percent reduction by weight
or volume), corrected to seven percent oxygen (dry basis), whichever is less
stringent; on a 24-hour daily geometric average. [40 CFR 60.52b(b)(1)]
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i.

On and after the date on which the initial performance test is completed, the owner or
operator shall not cause emissions that contain SO2 in excess of 15 percent of the
uncontrolled SO2 emission rate (85 percent reduction by weight) or 30 ppmv,
corrected to seven percent oxygen (dry basis), whichever is less stringent. [401 KAR
59:021, Section 5(2)(a)]

j.

On and after the date on which the initial performance test is completed or is required
to be completed under 40 CFR 60.8, subpart A, the owner or operator shall not cause
to be discharged into the atmosphere from that affected facility any gases that contain
hydrogen chloride in excess of 25 ppmv or five percent of the potential hydrogen
chloride emission concentration (95 percent reduction by weight or volume),
corrected to seven percent oxygen (dry basis), whichever is less stringent, based on a
three-hour average. [40 CFR 60.52b(b)(2)]

k.

On and after the date on which the initial performance test is completed, the owner or
operator shall not cause emissions that contain hydrogen chloride in excess of five
percent of the uncontrolled hydrogen chloride emission rate (95 percent reduction by
weight) or 25 ppmv, corrected to seven percent oxygen (dry basis), whichever is less
stringent. [401 KAR 59:021, Section 5(2)(b)]
Pursuant to 40 CFR 60.52b(d), limits for NOX are specified as:
(1)
During the first year of operation after the date on which the initial
performance test is completed or is required to be completed under 40 CFR
60.8, subpart A, the owner and operator shall not cause to be discharged into
the atmosphere from that affected facility any gases that contain NOX in
excess of 180 ppmv, corrected to seven percent oxygen (dry basis), based on
a 24-hour daily arithmetic average.
(2)
After the first year of operation following the date on which the initial
performance test is completed or is required to be completed under 40 CFR
60.8, subpart A, the owner and operator shall not cause to be discharged into
the atmosphere from that affected facility any gases that contain NOX in
excess of 150 ppmv, corrected to seven percent oxygen (dry basis) based on a
24-hour daily arithmetic average.

l.

m.

On and after the date on which the initial performance test is completed, the owner
and operator located within a large MSWI plant shall not cause or allow to be
discharged into the atmosphere from the affected facility emissions that contain NOX
in excess of 120 ppmv, corrected to seven percent oxygen (dry basis). [401 KAR
59:021, Section 6]

n.

On and after the date on which the initial performance test is completed as per 40
CFR 60.8, subpart A, the facility shall not exceed the CO standard of 50 ppmv for a
modular starved air process. The measurement shall be taken at the outlet of the
reduction chamber, corrected to seven percent oxygen (dry basis) using a four-hour
block arithmetic average. [40 CR 60, subpart Eb]
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o.

On and after the date on which the initial performance test is completed, the facility
shall not exceed the CO standard of 50 ppmv for a modular starved air process. The
measurement shall be taken at the outlet of the reduction chamber, corrected to seven
percent oxygen (dry basis) using a four-hour block average. [401 KAR 59:021,
Section 7]

p.

On and after the date on which the initial performance test is completed or is required
to be completed, the owner or operator shall not cause to be discharged to the
atmosphere visible emissions of combustion ash from an ash conveying system
(including conveyor transfer points) in excess of five percent of the observation
period (i.e., nine minutes per four-hour period), as determined by EPA Reference
Method 22 observations. The emission limit does not cover visible emissions
discharged inside buildings or enclosures of ash conveying systems; however it does
cover visible emissions discharged to the atmosphere from buildings or enclosures of
ash conveying systems. [40 CFR 60.55b]

Compliance Demonstration Methods:
a.
Compliance with Emission Limitations a, and b, for particulate matter and opacity
shall be determined using the following:
(1)
The procedures specified in 40 CFR 60.58b (c)(1) through (11) shall be used
to determine compliance with particulate matter and opacity emission limits;
(2)
Testing Requirements b;
(3)
Specific Monitoring Requirements a, b, and e;
(4)
Specific Recordkeeping requirements b, and c; and
(5)
Specific Reporting Requirements e, f, and g.
b.

Compliance with Emission Limitations c, d, and e, for cadmium, lead and mercury
shall be determined as follows:
(1)
The procedures specified in 40 CFR 60.58b(d)(1) and (2) shall be used to
determine compliance with cadmium, lead and mercury emission limits;
(2)
Testing Requirements c;
(3)
Specific Monitoring Requirements b, f, and g;
(4)
Specific Recordkeeping requirements b, i, k, l, and m; and
(5)
Specific Reporting Requirements d through g.

c.

Compliance with Emission Limitations f, and g, for dioxin/furan emission shall be
determined using the following:
(1)
The procedures specified in 40 CFR 60.58b(g)(1) through (9) shall be used to
determine compliance with dioxin/furans emission limit;
(2)
Testing Requirements d;
(3)
Specific Monitoring Requirements b, f, and g;
(4)
Specific Recordkeeping requirements i, through m; and
(5)
Specific Reporting Requirements d through g.

d.

Compliance with Emission Limitations h, and i, for SO2 standards shall be
determined by using the following:
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(1)
(2)
(3)
(4)
(5)

3.

The procedures specified in 40 CFR 60.58b(e)(1) through (14) shall be used
to determine compliance the SO2 emission limit;
Testing Requirements e;
Specific Monitoring Requirements a, and e;
Specific Recordkeeping requirements b, and c; and
Specific Reporting Requirements d through g.

e.

Compliance with Emission Limitations j, and k, for hydrogen chloride standards
shall be determined by using the following:
(1)
The procedures specified in 40 CFR 60.58b(f)(1) through (8) shall be used to
determine compliance with the hydrogen chloride emission limit;
(2)
Testing Requirements f;
(3)
Specific Monitoring Requirements b;
(4)
Specific Recordkeeping requirements h; and
(5)
Specific Reporting Requirements d through g.

f.

Compliance with Emission Limitations l, and m, for NOX standards shall be
determined as follows:
(1)
The procedures specified in 401 KAR 59:021, Section 10(5)(a) through (e)
shall be used to determine compliance the NOX emission limit;
(2)
Testing Requirements g;
(3)
Specific Monitoring Requirements a, b, and e;
(4)
Specific Recordkeeping requirements b, and c; and
(5)
Specific Reporting Requirements d through g.

g.

Compliance with Emission Limitations n, and o, for CO standards shall be
determined as follows:
(1)
The procedures specified in 40 CFR 60.58b(i)(1) through (5) shall be used to
determine compliance with the CO emission limit;
(2)
Testing Requirements h;
(3)
Specific Monitoring Requirements a, b, and e;
(4)
Specific Recordkeeping requirements b, and c; and
(5)
Specific Reporting Requirements d through g.

h.

Compliance with the Emission Limitations p, for fugitive ash emission standards
shall be determined as follows:
(1)
The procedures and test methods specified in 40 CFR 60.58b(k)(1) and (4)
shall be used to determine compliance the fugitive ash emission limit;
(2)
Testing Requirements i;
(3)
Specific Recordkeeping Requirements b; and
(4)
Specific Reporting Requirements e.

Testing Requirements:
a.
The owner or operator shall conduct testing at such times as may be required by the
Cabinet in accordance with 401 KAR 59:005, Section 2(2) and 50:045, Section 4.
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b.

For compliance with Emission Limitations a, and b, for particulate matter, the owner
or operator shall comply with the applicable requirements of 40 CFR 60.58b(c).
Following the date that the initial performance test is completed, the owner or
operator shall conduct a performance test for particulate matter on a calendar year
basis (no less than nine calendar months and no more than 15 calendar months
following the previous performance test; and must complete five performance tests in
each five year calendar period).

c.

For compliance with Emission Limitations c, d, and e, for cadmium, lead and
mercury, the owner or operator shall comply with the applicable requirements of 40
CFR 60.58b(d). Following the date of the initial performance test or the date on
which the initial performance test is required to be completed, the owner or operator
shall conduct a performance test for compliance with the emission limits for
cadmium and lead on a calendar year basis (no less than nine calendar months and no
more than 15 calendar months following the previous performance test; and must
complete five performance tests in each five year calendar period).

d.

For compliance with Emission Limitations f, and g, for dioxins/furans, the owner or
operator shall comply with the applicable requirements of 40 CFR 60.58b(g).
Performance tests shall be conducted on a calendar year basis (no less than nine
calendar months and no more than 15 calendar months following the previous
performance test; and must complete five performance tests in each five year
calendar period). An average carbon mass feed rate in kilograms per hour or pounds
per hour shall be estimated during the initial performance test for dioxin/furan
emissions and each subsequent performance test for dioxin/furan emissions.

e.

For compliance with Emission Limitations h, and i, for SO2 standards, the owner or
operator shall comply with the applicable requirements of 40 CFR 60.58b(e).
Following the date that the initial performance test for SO2 is completed or is
required to be completed, compliance with the SO2 emission limit shall be
determined based on the 24-hour daily geometric average of the hourly arithmetic
average emission concentrations using continuous emission monitoring system outlet
data if compliance is based on an emission concentration, or continuous emission
monitoring system inlet and outlet data if compliance is based on a percent reduction.

f.

For compliance with Emission Limitations j, and k, for hydrogen chloride standards,
the owner or operator shall comply with the applicable requirements of 40 CFR
60.58b(f). Following the date that the initial performance test for hydrogen chloride
is completed or is required to be completed, the owner or operator shall conduct a
performance test for hydrogen chloride emissions on an annual basis (no more than
12 calendar months following the previous performance test).

g.

For compliance with Emission Limitations l, and m, for NOX standards, the owner or
operator shall comply with the applicable requirements of 401 KAR 59:021, Section
5. The owner or operator subject to the NOX emission limit shall install, calibrate,
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maintain, and operate, a continuous emission monitoring system for measuring NOX
discharged to the atmosphere, and record the output of the system.

4.

h.

For compliance with Emission Limitations n, and o, for CO standards, the owner or
operator shall comply with the applicable requirements of 40 CFR 60.58b(i).
Following the initial performance test, compliance with the CO emission limits shall
be determined based on the arithmetic average of the four-hour emission rates
measured using CEMS data.

i.

For compliance with Emission Limitations p, for fugitive ash emission standards,
the owner or operator shall comply with the applicable requirements of 40 CFR
60.58b(k). The EPA Reference Method 22 shall be used for determining compliance
with the fugitive ash emission limit. The minimum observation time shall be a series
of three one-hour observations. The observation period shall include times when the
facility is transferring ash from the municipal waste combustor unit to the area where
ash is stored or loaded into containers or trucks. The average duration of visible
emissions per hour shall be calculated from the three one-hour observations. The
average shall be used to determine compliance. The owner or operator shall conduct
an initial performance test for fugitive ash emissions. Following the date that the
initial performance test for fugitive ash emissions is completed or is required to be
completed, the owner or operator shall conduct a performance test for fugitive ash
emissions on an annual basis (no more than 12 calendar months following the
previous performance test).

j.

The initial performance evaluation shall be completed within 60 days after achieving
the maximum production rate at which an affected facility will be operated, but not
later than 180 days after initial start-up of the facility and at other times as may be
required by the Cabinet. [401 KAR 59.021, Section 10]

Specific Monitoring Requirements:
a.
The owner or operator shall install, calibrate, maintain, and operate a CEMS for
measuring opacity (except for MSWI units equipped with a wet scrubber); and
CEMS for measuring NOX, SO2, and CO emissions. The output of the CEMS shall
be monitored for opacity, the input and output of the CEMS shall be monitored for
the SO2 emissions, and the output of the CEMS at the incinerator outlet shall be
monitored for NOX and CO emissions. The owner or operator shall comply with the
test procedures and test methods specified in 40 CFR 60.58b(b)(1) through (8). [40
CFR 60.58b(b) and 401 KAR 59:021, Section 10(1)(e), 10(3)(d), 10(5)(c) and
10(6)(b)]
b.

Pursuant to 401 KAR 42:030, Section 26, for all required emissions control
equipment, the owner or operator shall keep the following records:
(1)
Design and manufacturer’s specifications;
(2)
Preventive maintenance records related to performance of control equipment;
(3)
All periods, during normal operating conditions, where emissions control
equipment, required by this permit is bypassed;
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(4)
(5)
(6)
(7)
(8)

c.

Description of operating, temperature and pressure-measuring devices (e.g.,
automatic strip charts, digital data acquisition systems);
Data from the temperature measuring device and any temporary data logged
manually as back up;
Inspection reports and maintenance performed in response to
recommendations in inspection reports;
Monitoring system malfunctions; and
Calibrations, accuracy audits and validation check records for monitoring
control equipment.

Pursuant to 401 KAR 59:021, Section 10(7):
(1)
The facility shall install, calibrate, maintain, and operate a steam flow meter,
shall measure steam flow in kilograms per hour (pounds per hour) steam on a
continuous basis, and shall monitor the output of the monitor. Steam flow
shall be calculated in one-hour block averages.
(2)
The facility shall install, calibrate, maintain, and operate a continuous
monitoring system for measuring both secondary chamber temperature and
the temperature of the flue gas stream at the inlet to the particulate matter air
pollution control device and shall record the output of the device.
Temperature shall be calculated in four hour block averages.

d.

The following procedures shall be used to determine compliance with 401 KAR
59:021, Section 8(5) through (7).
(1)
Compliance with the percent reduction requirement for processed MSW or
RDF shall be determined by calculating the percentage difference between
the weight of MSW received at the affected facility and the weight of MSW
processed in the MSWI unit or the weight of separated recoverable materials.
Beginning the month after the date of the initial start-up for a new MSWI, the
percent reduction in MSW shall be calculated on a monthly basis using the
following monthly total weights, which are required by 401 KAR 59:021,
Section 11(1)(h) and (i): the amount (by weight) of MSW or RDF received
on a monthly basis at the affected facility; the amount (by weight) of MSW
or RDF combusted on a monthly basis; and the estimated amount (by type
and weight) of recoverable materials reduced or separated for recovery on a
monthly basis through an off-site or community source reduction or materials
separation (recycling) program.
(2)
At the end of each full calendar year (January through December), the annual
average percent MSW reduction (by weight) shall be calculated by using the
annual total weights. In calculating the percent MSW reduction, a maximum
of 15 percent weight reduction shall be attributed to separation of yard waste.
If the annual average percentage reduction requirement for processed MSW
or RDF is not achieved, the MSW or RDF shall not be considered to be
processed MSW or RDF.

e.

Pursuant to 401 KAR 59:021, Section 10(8) or 40 CFR 60.58b:
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(1)
(2)

(3)

(4)

(5)
(6)
(7)

CEMS and continuous monitoring data shall be used to determine
compliance with emission standards and operating practices.
At a minimum, CEMS or continuous monitoring system data, if required,
shall be obtained for 90 percent of the hours per calendar quarter and 95
percent of the hours per calendar year the unit is operated and gasifying
MSW.
All valid CEMS or continuous monitoring system data shall be used in
calculating emission rates and percent reductions, even if the minimum
CEMS or continuous monitoring system data do not meet minimum of 90
percent of the hours per calendar quarter and 95 percent of the hours per
calendar year the unit is operated.
If emissions data from CEMS or continuous monitoring systems are not
obtained because of CEMS or monitoring system breakdown, repairs,
calibration checks, and zero and span adjustments, emissions data shall be
obtained by using other monitoring systems as approved by the Cabinet or
Methods 6, 6A, 7, 7E, 10, and 19, as appropriate, to provide necessary
emission data for a minimum of 90 percent of the hours per calendar quarter
and 95 percent of the hours per calendar year the unit is operated and
combusting MSW.
The procedures in 40 CFR 60.13 shall be followed for installation,
evaluation, and operation of the CEMS.
The CEMS shall conform to the applicable performance specifications in 40
CFR Part 60, appendix B or Kentucky Specification 4A.
The requirements of Kentucky Procedure 1 shall be met in the operation of
the CEMS.

f.

Pursuant to 40 CFR 60.58b(m)(3), the owner or operator shall monitor the total
carbon usage of the plant (kilograms or pounds) for each calendar quarter by two
independent methods, according to the procedures in paragraphs 40 CFR 60.58b
(m)(3)(i) and (ii) and listed below:
(1)
The weight of carbon delivered to the plant; and
(2)
Estimate the average carbon mass feed rate in kilograms per hour or pounds
per hour for each hour of operation for each affected facility based on the
parameters specified in 40 CFR 60.58b(m)(1).

g.

The owner or operator shall install a pneumatic injection pressure or other carbon
injection system operational indicator to provide additional verification of proper
carbon injection system operation. The operational indicator shall provide an
instantaneous visual and/or audible alarm to alert the operator of a potential
interruption in the carbon feed. The basis for selecting the indicator and operator
response to the indicator alarm, shall be included in the site-specific operating
manual. [40 CFR 60.58b(m)(4)]
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5.

Specific Recordkeeping Requirements:
a.
Pursuant to 401 KAR 59:021, Section 9(3), a site-specific operation manual shall be
developed, maintained, and updated on a yearly basis. This manual shall address the
following elements:
(1)
Summary of the applicable standards under 401 KAR 59:021;
(2)
Description of basic gasification theory applicable to a MSWI unit;
(3)
Procedures for receiving, handling, and feeding MSW;
(4)
MSWI unit start-up, shutdown, and malfunction procedures;
(5)
Procedures for maintaining proper combustion air supply levels;
(6)
Procedures for operating a MSWI unit within the standards established in
401 KAR 59:021;
(7)
Procedures for responding to periodic upset or off-specification conditions;
(8)
Procedures for minimizing particulate matter carry-over;
(9)
Procedures for monitoring solid waste burnout;
(10) Procedures for handling ash;
(11) Procedures for monitoring MSWI unit emissions; and
(12) Reporting and recordkeeping procedures.
This manual shall be reviewed annually with each person who has responsibilities
affecting the operation of the affected facility. Documentation shall be kept showing
compliance with this section. This documentation, at a minimum, shall include a
description of the instruction given, the date of the instruction, the signature of the
person receiving instruction, and copies of the ASME certificates issued to the chief
facility operator and shift supervisor. This manual shall be available for inspection
by the Cabinet upon request. [401 KAR 59:021, Section 9(4) through (7)]
b.

Pursuant to 401 KAR 59:021, Section 11, and 40 CFR 60.59b(d), the following
records shall be maintained for a period of at least five years:
(1)
Calendar date that data from performance tests, CEMS, or continuous
monitoring systems were obtained;
(2)
The following measurements specified in 40 CFR 60.59b(d)(2)(i)(A) through
(D) shall be recorded and be available for submittal to the Administrator or
review on site by an EPA or State inspector:
(i)
All six-minute average opacity levels specified in 40 CFR 60.58b(c);
(ii)
All one-hour average SO2 emission concentrations specified in 40
CFR 60.58b(e);
(iii) All one-hour average NOX emission concentrations specified in 40
CFR 60.58b(h); and
(iv)
All one-hour average CO emission concentrations, municipal waste
combustor unit load measurements and particular matter control
device inlet temperature specified in 40 CFR 60.58b(i);
(3)
Pursuant to 40 CFR 60.59b(d)(2)(ii), the average concentrations and percent
reductions, as applicable, shall be computed and recorded, and shall be
available for submittal to the Division or review on site by an EPA or State
inspector;
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(i)

(4)

(5)

(6)

(7)
(8)

(9)

(10)

(11)

All 24-hour daily geometric average SO2 emission concentrations and
all 24-hour daily geometric average percent reductions in SO2
emissions as specified in 40 CFR 60.58b(e).
(ii)
All 24-hour daily arithmetic average NOX emission concentrations as
specified in 40 CFR 60.58b(h).
(iii) All four-hour block or 24-hour daily arithmetic average CO emission
concentrations, as applicable as specified in 40 CFR 60.58b(i).
(iv)
All four-hour block arithmetic average municipal waste combustor
unit load levels and particulate matter control device inlet
temperatures as specified in 40 CFR 60.58b(i).
Pursuant to 40 CFR 60.59b(d)(3), identification of the operating periods
where the calculated NOX, SO2 or CO emission rates, opacity, percentage
reductions or the operating parameters exceeded the applicable standards,
with reasons for the exceedances and a description of corrective actions
taken;
Pursuant to 40 CFR 60.59b(d)(6), identification of operating periods for
which valid hourly NOX, SO2 or CO emissions, opacity, or operational data
have not been obtained, including reasons for not obtaining sufficient data
and a description of corrective actions taken;
Pursuant to 40 CFR 60.59b(d)(7), identification of the times that NOX, SO2 or
CO emission concentrations, opacity, or operational data (unit load data,
particulate matter control device temperature) have not been excluded from
the calculation of average emissions rates or parameters excluded and the
reasons for excluding the data.
Pursuant to 40 CFR 60.59b(d)(8), the results of daily NOX, SO2 and CO
CEMS drift tests and accuracy assessments;
The results 40 CFR 60.59b(d)(9)(i), of the initial and all annual performance
tests conducted to determine compliance with the mass particulate matter,
opacity, cadmium, lead, mercury, dioxin or furan, and hydrogen chloride
standards and fugitive ash emission limits;
Pursuant to 40 CFR 60.59b(d)(9)(ii), the test reports documenting the results
of the initial performance test and all annual performance tests to determine
compliance with particulate matter, opacity, cadmium, lead, mercury,
dioxins/furan, hydrogen chloride and fugitive ash emission limits and the
maximum demonstrated municipal waste combustor unit load and maximum
demonstrated particulate matter control device temperature shall be recorded
along with supporting calculations;
Pursuant to 401 KAR 59:021, Section 11(h), beginning the month after the
date of the initial start-up, the amount (by weight) of MSW or RDF received
on a monthly basis at the affected facility, the amount (by weight) of MSW
or RDF gasified on a monthly basis, and the amount of recoverable materials
(by type and weight) separated on a monthly basis;
Pursuant to 401 KAR 59:021, Section 11(i), beginning the month after the
date of the initial start-up, the estimated amount (by type and weight) of
recoverable materials reduced or separated for recovery on a monthly basis
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(12)

(13)

through an off-site or community source reduction or materials separation
(recycling) program;
Pursuant to 401 KAR 59:021, Section 11(j), beginning at the end of the first
full calendar year after the date of initial start-up, the calculations of the
annual average percentage of reduction in MSW achieved for the previous
calendar year; and
Pursuant to 401 KAR 59:021, Section 11(k), beginning the month after the
date of the initial start-up and for each month thereafter, the amount (by
weight) of vehicle batteries separated for recovery.

c.

Records of CEMS, steam flow, and temperature data shall be maintained for at least
2 years after date of recording and shall be made available for inspection upon
request.

d.

The owner or operator shall maintain records of the following information for the
spray dryer absorber control device:
(1)
The operational procedures and preventive maintenance records; and
(2)
All maintenance activities performed at the control device.

e.

Backup fuels shall only be natural gas and propane with sulfur content of less than
0.50 percent. The fuel usage shall be monitored on a monthly basis and shall be used
to calculate the annual emissions for any 12-month period.

f.

The owner or operator shall keep track of the amount of fuel oil #2 used on a
monthly basis.

g.

To preclude the applicability of 401 KAR 52:020, the facility shall calculate and
maintain a record of the amount of sodium bicarbonate and calcium oxide required to
control hydrogen chloride emissions and aqueous ammonia injected on the upstream
side of the spray dryer absorber control device to control NOX emissions, during the
initial and annual performance tests. The facility shall maintain records of the
average sodium bicarbonate and calcium oxide, and aqueous ammonia flow rate
(pounds per hour and gallons/hour respectively) estimated for each day of operation.

h.

The owner or operator shall maintain a monthly log of the NOX, CO and hydrogen
chloride emission calculations so as to fulfill the requirements of 401 KAR 52:030,
Section 1. Records shall be summarized each month and added to the previous 11
months to provide a total of actual emissions for each consecutive 12-month period
and demonstrate that the source’s actual emissions during each consecutive 12month period are less than the major source thresholds and contain additional
information if needed to implement and enforce applicable requirements or to
determine applicability. [401 KAR 52:030, Section 10]

i.

The owner or operator shall maintain record of the average carbon mass feed rate (in
kilograms per hour or pounds per hour) as required in 40 CFR 60.58b(m)(1)(i)

Permit Number: F-14-033

Page: 21 of 47

SECTION B - EMISSION POINTS, EMISSION UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)
during the initial mercury performance test and all subsequent annual performance
tests, with supporting calculations. [40 CFR 60.59b(d)(4)(i)]
j.

The owner or operator shall maintain record of the average carbon mass feed rate (in
kilograms per hour (pounds per hour) as required in 40 CFR 60.58b(m)(1)(ii)
estimated during the initial dioxin/furan performance test and all subsequent annual
performance tests, with supporting calculations. [40 CFR 60.59b(d)(4)(ii)]

k.

The owner or operator shall maintain record of the average carbon mass feed rate (in
kilograms per hour or pounds per hour) estimated for each hour of operation with
supporting calculations. [40 CFR 60.59b(d)(4)(iii)]

l.

The owner or operator shall maintain a record of the total carbon usage for each
calendar quarter pursuant to 40 CFR 60.59b(d)(4)(iv), estimated from the following:
(1)
The weight of carbon delivered to the plant; or
(2)
Estimate the average carbon mass feed rate in kilograms per hour (pounds
per hour) for each hour of operation for each affected facility, and sum the
results for all affected facilities at the plant for the total number of hours of
operation during the calendar quarter.

m.

Carbon injection system operating parameter data for the parameter(s) that are the
primary indicator(s) of carbon feed rate (e.g., screw feeder speed). [40 CFR 60.59b
(d)(4)(v)]

n.

The owner or operator shall maintain documentation demonstrating that the ash
disposal from the facility complies with 401 KAR 59.021, Section 8(9), and 401
KAR 47:080. [401 KAR 59.021, Section 11(8)]

o.

Records showing the names of the municipal waste combustor chief facility operator,
shift supervisors, and control room operators who have been provisionally certified
by the ASME including the dates of initial and renewal certifications and
documentation of current certification. [40 CFR 60.59b(12)(i)]

p.

Records showing the names of the municipal waste combustor chief facility operator,
shift supervisors, and control room operators who have been fully certified by the
ASME including the dates of initial and renewal certifications and documentation of
current certification. [40 CFR 60.59b(12)(ii)]

q.

Records showing the names of persons who have completed review of the operating
manual, including the date of the initial review and all subsequent annual reviews,
and the documentation required by 401 KAR 59:021, Section 9(7) [which includes,
at a minimum, a description of the instruction given, the date of the instruction, the
signature of the person receiving the instruction, and copies of the ASME certificates
issued to the chief facility operator and the shift supervisor (if ASME adopts such a
certification program)], shall be maintained for at least 2 years after the date of
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manual review and shall be made available to the Cabinet for inspection upon
request. [40 CFR 60.59b(12)(iii)]

6.

r.

A description of the procedures employed for ensuring that unprocessed MSW or
RDF is not combusted in an affected facility shall be maintained, along with
associated records to demonstrate use of the procedures, and shall be made available
for inspection upon request.

s.

Records of when a certified operator is temporarily off site. Include two main items:
(1)
Pursuant to 40 CFR 60.59b(d)(12)(iv)(A), if the certified chief facility
operator and certified shift supervisor are off site for more than 12 hours, but
for two weeks or less, and no other certified operator is on site, record the
dates that the certified chief facility operator and certified shift supervisor
were off site; and
(2)
Pursuant to 40 CFR 60.59b(d)(12)(iv)(B), when all certified chief facility
operators and certified shift supervisors are off site for more than two weeks
and no other certified operator is on site, keep records of four items:
(i)
Time of day that all certified persons are off site;
(ii)
The conditions that cause those people to be off site;
(iii) The corrective actions taken by the owner or operator to ensure a
certified chief facility operator or certified shift supervisor is on site
as soon as practicable; and
(iv)
Copies of the written reports submitted every four weeks that
summarize the actions taken by the owner or operator to ensure that a
certified chief facility operator or certified shift supervisor will be on
site as soon as practicable.

t.

The operating manual required pursuant to 40 CFR 60.54b(e) shall be kept in a
readily accessible location for all persons required to undergo training.

Specific Reporting Requirements:
a.
The initial demonstration of compliance with the percent reduction requirement for
processed MSW or RDF; the requirements for not combusting unprocessed MSW or
RDF, yard waste, or vehicle batteries in the facility; and the requirement to have an
approved program for removing household batteries from the MSW prior to
combustion; shall be required at the end of the second full calendar year (January
through December) after the date of initial start-up of an affected facility. [401 KAR
59:021, Section 10(7)(c)1]
b.

The facility may elect to achieve, either wholly or partially, the percent reduction
requirement for processed MSW or RDF, the prohibition of yard waste or vehicle
batteries in 401 KAR 59:021, Section 8(6), or the removal of household batteries in
401 KAR 59:021, Section 8(7), through an off site source reduction or materials
separation (recycling) program. The owner or operator shall submit a separation plan
which contains sufficient information to measure the performance of the off site
separation program on an annual basis beginning the first full calendar year (January
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through December) for the initial start-up of the affected facility, except as provided
in 401 KAR 59:021, Section 10(7)(c)4. The off site separation plan shall be
submitted along with the initial compliance demonstration results. [401 KAR 59:021,
Section 10(7)(c)3]
c.

Pursuant to 401 KAR 59:021, Section 10(7)(c)4, the owner or operator shall be
responsible for operating the affected facility in compliance with all standards
including the prohibition on combustion of unprocessed MSW, yard waste, and
vehicle batteries under 401 KAR 59:021, Section 8(5) and (6), and the
implementation of a program for removal of household batteries under 401 KAR
59:021, Section 8(7). If another party provides processed MSW, or removes yard
waste or vehicle batteries, or removes household batteries elects to become a
co-operator for purposes of demonstrating compliance with 401 KAR 59:021,
Section 8(5), (6), or (7), the owner or operator shall submit at the time of submittal of
the initial compliance demonstration related to the requirements of 401 KAR 59:021,
Section 8(5), (6), or (7):
(1)
Pursuant to 401 KAR 59:021, Section 10(7)(c)4(A), a copy of a validly
executed contract between the owner or operator and the party providing the
processing of MSW, removal of vehicle batteries, removal of yard waste, or
removal of household batteries which contains the following provisions:
(i)
An undertaking that the party will comply with the requirements of
401 KAR 59:021, Section 8(5), (6), or (7); and
(ii)
An undertaking by the party to meet the requirements of 401 KAR
59:021, Section 8(5), (6), or (7), and a description of the specific
action that will be implemented to comply with these requirements;
(2)
A certified statement signed by an authorized official representing the party
that they agree to become a co-operator, or sole operator, for the purpose of
demonstrating compliance with 401 KAR 59:021, Section 9(5), (6), or (7),
and recognizing that enforcement action, including penalties, may be taken
against the party for failure to demonstrate compliance with these
requirements. [401 KAR 59:021, Section 10(7)(c)4(B)]

d.

Pursuant to 401 KAR 59:021, Section 11, the following shall be submitted to the
Cabinet.
(1)
After completion in accordance with applicable administrative regulations,
the owner or operator shall submit to the Cabinet the initial performance test
data, the performance evaluation of the CEMS using the applicable
performance specifications in 40 CFR Part 60, appendix B or Kentucky
Specification 4A, and the maximum MSWI unit load within 60 days upon
completion. [401 KAR 59:021, Section 11(2)]
(2)
Pursuant to 401 KAR 59:021, Section 11(3), a plan describing the procedures
for separating materials for recovery to achieve the 40 percent or greater
MSW reduction requirement for processed MSW or RDF, a plan describing
the procedures for ensuring that vehicle batteries are not processed in the
affected facility, and a description of the program for removal of household
batteries shall be provided at the time of submittal of the initial
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(3)

(4)

e.

demonstration of compliance with the requirements of 401 KAR 59:021,
Section 8(5), (6), and (7), which are as follows:
(i)
Pursuant to 401 KAR 59:021, Section 8(5), except as provided under
401 KAR 59:021, Section 8(8), on and after the date of initial
start-up, no owner or operator of an affected facility shall cause or
allow unprocessed MSW or RDF to be combusted in the facility;
(ii)
Pursuant to 401 KAR 59:021, Section 8(6), no owner or operator of
an affected facility shall cause or allow yard waste or vehicle
batteries to be combusted in the facility; and
(iii) Pursuant to 401 KAR 59:021, Section 8(7), prior to initial start-up,
the owner or operator of an affected facility shall establish a program
which has been approved by the cabinet to remove household
batteries from MSW prior to combustion. On and after the date of
initial start-up, the owner or operator shall comply with the approved
plan for removing household batteries from MSW.
(iv)
This information shall be provided by the 30th day following the end
of the second full calendar year after initial start-up.
Pursuant to 401 KAR 59:005, Section 3(3), the owner or operator shall
submit quarterly reports to the Cabinet containing the information listed in
Specific Recordkeeping Requirements c, for emission unit 01 of this permit.
Both printed report and computer tape or discs shall be furnished in the
format specified by the Cabinet. All reports shall be postmarked by the 30th
day following the end of each calendar year.
Documentation demonstrating that the ash disposal from an affected facility
complies with 401 KAR 59:021, Section 8(9), and 401 KAR 47:080 shall be
submitted to the Division of Waste Management in the frequency required by
the Division of Waste Management.

The owner or operator shall submit the information specified in 40 CFR 60.59b(f) in
the initial performance test report. [40 CFR 60.59b(f)]
(1)
The initial performance test data as recorded under paragraphs 40 CFR
60.59b(d)(2)(ii)(A) through (D) for the initial performance test for NOX, SO2,
CO, municipal waste combustor unit load level, and particulate matter
control device inlet temperature.
(2)
The test report documenting the initial performance test recorded as per 40
CFR 60.59b(d)(9) for particulate matter, opacity, cadmium, lead, mercury,
dioxins/furans, hydrogen chloride, and fugitive ash emissions.
(3)
The performance evaluation of the continuous emission monitoring system
using the applicable performance specifications in 40 CFR 60, appendix B.
(4)
The maximum demonstrated municipal waste combustor unit load and
maximum demonstrated particulate matter control device inlet temperature(s)
established during the initial dioxin/furan performance test.
(i)
For affected facilities that apply activated carbon injection for
mercury control, the owner or operator shall submit the average
carbon mass feed rate recorded as per 40 CFR 60.59b(d)(4)(i).
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(ii)

7.

For those affected facilities that apply activated carbon injection for
dioxin/furan control, the owner or operator shall submit the average
carbon mass feed rate recorded as per 40 CFR 60.59b(d)(4)(ii).

f.

Pursuant to 40 CFR 60.59b(g), following the first year of municipal waste combustor
operation, the owner or operator shall submit an annual report no later than
February 1, of each year following the calendar year in which the data were
collected. The report shall contain:
(1)
A summary of data collected for all pollutants and parameters regulated;
(2)
A list of the particulate matter, opacity, cadmium, lead, mercury,
dioxins/furans, hydrogen chloride, and fugitive ash emission levels achieved
during the performance tests recorded;
(3)
A list of the highest emission level recorded for NOX, SO2, CO, particulate
matter, cadmium, lead, mercury, hydrogen chloride, and dioxin/furan (for
owners and operators who elect to continuously monitor particulate matter,
cadmium, lead, mercury, hydrogen chloride, and dioxin/furan emissions
instead of conducting performance testing using EPA manual test methods),
municipal waste combustor unit load level, and particulate matter control
device inlet temperature based on the data recorded;
(4)
List the highest opacity level measured based on the data recorded;
(5)
Periods when valid data were not obtained;
(6)
The total number of hours per calendar quarter and hours per calendar year
that valid data for NOX, SO2, CO, municipal waste combustor unit load, or
particulate matter control device temperature data were not obtained based on
the data recorded; and
(7)
Periods when valid data were excluded from the calculation of average
emissions concentration or parameters.

g.

The owner or operator shall submit a semiannual report that includes the information
specified in 40 CFR 60.59b(h)(1) through (5), according to the schedule specified in
40 CFR 60.59b(h)(6). [40 CFR 60.59b(h)]

h.

All reports shall be submitted as a paper copy, postmarked on or before the submittal
dates specified under these paragraphs, and maintained onsite as a paper copy for a
period of 5 years. [40 CFR 60.59b(j)]

i.

All records specified in 40 CFR 60.59b(d) and (e), shall be maintained onsite in
either paper copy or computer-readable format, unless an alternative format is
approved by the Administrator. [40 CFR 60.59b(k)]

Specific Control Equipment Operating Conditions:
a.
The spray dryer absorber scrubber shall be operated at all times that emission unit 01
(municipal solid waste gasifier) is in operation.
b.

The owner or operator shall monitor and record the following scrubber operating
parameters at least once per shift:

Permit Number: F-14-033

Page: 26 of 47

SECTION B - EMISSION POINTS, EMISSION UNITS, APPLICABLE
REGULATIONS, AND OPERATING CONDITIONS (CONTINUED)
(1)
(2)

8.

Flow rate of the scrubbing liquor; and
Daily average of amount of infusion of sodium bicarbonate and calcium
oxide, and aqueous ammonia per ton of MSW fed to the unit.

c.

Refer to Specific Monitoring Requirements f, and g, for emission unit 01 of this
permit, for usage of activated carbon as mercury, dioxin/furan, and hydrogen
chloride emissions control.

d.

The baghouse will be operated at all times emission unit 01 is in operation.

Alternate Operating Scenarios:
None
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Emission Unit: 02 (02)

Yard Area and Unpaved Haul Road

Description:
Fugitive emissions from the yard area and unpaved haul road, servicing the municipal solid waste
gasifier.
APPLICABLE REGULATIONS:
401 KAR 63:010, Fugitive Emissions.
1.

Operating Limitations:
a.
Pursuant to 401 KAR 63:010, Section 3, reasonable precautions shall be taken to
prevent particulate matter from becoming airborne. Such reasonable precautions
shall include, when applicable, but not be limited to the following:
(1)
Application and maintenance of asphalt, oil, water, or suitable chemicals on
roads, material stockpiles, and other surfaces which can create airborne
dusts;
(2)
Covering, at all times when in motion, open bodied trucks transporting
materials likely to become airborne;
(3)
The maintenance of paved roads in a clean condition; and.
(4)
The prompt removal of earth or other material from a paved street where
earth or other material has been transported thereto, by trucking or earth
moving equipment or erosion by water.
Compliance Demonstration Method:
Compliance with the Operation Limitations will be demonstrated by the good operating
procedures listed above.

2.

Emission Limitations:
Discharge of visible fugitive dust emissions beyond the property line is prohibited. [401
KAR 63:010, Section 3]
Compliance Demonstration Method:
Compliance with Emission Limitations shall be demonstrated by Operating Limitations.

3.

Testing Requirements:
None

4.

Specific Monitoring Requirements:
The owner or operator shall monitor the amount of raw materials, waste materials, and final
products to estimate vehicle miles traveled for use in AP-42 emission calculations for paved
and unpaved roadways (includes yard area). [401 KAR 52:030, Section 26]

5.

Specific Recordkeeping Requirements:
a.
The owner or operator shall maintain records of the calculations used to determine
the fugitive emissions from paved and unpaved roads with all data used in the
calculations. Emission calculations shall be based on the most current AP-42
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emission factors for paved and unpaved roadways for that year. [401 KAR 52:030,
Section 26]
b.

The owner or operator shall keep records of the dates that it vacuumed, swept, and
applied water or dust suppressants to roadways. [401 KAR 52:030, Section 26]

6.

Specific Reporting Requirements:
None

7.

Specific Control Equipment Operating Conditions:
The owner or operator shall employ a combination of the following to control fugitive dust
emissions: sweeping or vacuuming for paved roads; watering; and the use of dust
suppressants on roads and material stockpiles. [401 KAR 52:030, Section 26]

8.

Alternate Operating Scenarios:
None
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Emission Unit 03
Construction Date:

Transfer to Silos
None

Descriptions:
Process 001 (06):
Load Rate:
Control Device:
Process 001 (07):
Load Rate:
Control Device:

Cement transfer to silo
18 cubic yards of truck mix concrete per hour (491 lbs of cement per cubic
yard of truck mix concrete, AP-42 11.12-3)
Dust sock on silo vent
Fly ash transfer to silo
18 cubic yards of truck mix concrete per hour (73 lbs cement supplement/yd3
of truck mix concrete, AP-42 11.12-3)
Dust sock on silo vent

APPLICABLE REGULATIONS:
401 KAR 59:010, New process operations.
1.

Operating Limitations:
None

2.

Emission Limitations:
0.62
a.
Particulate matter emissions into the open air shall not exceed [3.59(P) ] lbs/hr,
where P is the processing rate in tons/hr. [401 KAR 59:010, Section 3(2)]
b.

Any continuous emissions into the open air shall not equal or exceed 20 percent
opacity based on a six-minute average. [401 KAR 59:010, Section 3(1)(a)]

Compliance Demonstration Method:
a.
The following formula and table of emissions factors from AP-42 11.12-3, shall
be used to show compliance with the particulate emission limit:
Hourly Emission Rate = Monthly processing rate x Post Control Emission
factor/Hours of operation per month
Description
Cement Transfer to Silo
Fly Ash Transfer to Silo
b.

Post Control Emission Factor
(pounds per cubic yard of truck mix
concrete)
3.6 x 10-3
5.4 x 10-3

For compliance with visible emissions limit, the owner or operator shall perform
weekly visual inspections.
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3.

Testing Requirements:
None

4.

Specific Monitoring Requirements:
a.
Pursuant to 401 KAR 52:030, Section 26, The owner or operator shall perform
weekly visual inspections where:
(1)
If no visible emissions are observed then no further monitoring is required.
(2)
If visible emissions are observed, then an inspection of the control equipment
shall be initiated and corrective action taken. If visible emissions are present
after the corrective action, the process shall be shut down and shall not be
operated again until repairs have been made that result in no visible
emissions from the process during operation. In lieu of shutting the process
down, the owner or operator may determine the opacity using Reference
Method 9. If the opacity limit is not exceeded, the process may continue to
operate.

5.

Specific Recordkeeping Requirements:
The owner or operator shall keep log of the weekly qualitative visible emission observations.

6.

Specific Reporting Requirements:
None

7.

Specific Control Equipment Operating Conditions:
All the air pollution control systems shall be maintained regularly in accordance with good
engineering practices and the recommendations of the respective manufacturers. A log shall
be kept of all routine and nonroutine maintenance performed on each control device.

8.

Alternate Operating Scenarios:
None
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Emission Unit 04
Construction Date:

Aggregate and Sand Handling
None

Descriptions:
Process 001 (03AD): Aggregate delivery to storage
Load Rate:
18 cubic yards of truck mix concrete per hour (1865 lbs of aggregate per
cubic yard of truck mix concrete, AP-42 11.12-3)
Control Device:
None
Process 002 (03AS): Aggregate storage
Load Rate:
16.785 tons of aggregate stored per hour
Control Device:
Moisture carryover or wet suppression
Process 003 (03SD): Sand delivery to storage
Load Rate:
18 cubic yards of truck mix concrete per hour (1428 lbs of sand per cubic
yard of truck mix concrete, AP-42 11.12-3)
Control Device:
None
Process 004 (03SS): Sand storage
Load Rate:
12.825 tons of aggregate stored per hour
Control Device:
Enclosure, moisture carryover or wet suppression
Process 005 (04):
Load Rate:
Control Device:

Weigh hopper-aggregate & sand
18 cubic yards of truck mix concrete per hour
None

Process 006 (05AT): Aggregate transfer to conveyor
Load Rate:
18 cubic yards of truck mix concrete per hour
Control Device:
None
Process 007 (05ST): Sand transfer to conveyor
Load Rate:
18 cubic yards of truck mix concrete per hour
Control Device:
None
Process 008 (08):
Load Rate:
Control Device:

Weigh hopper-cement & fly ash
18 cubic yards of truck mix concrete per hour
None

Process 009 (09):
Load Rate:
Control Device:

Truck mix loading
18 cubic yards of truck mix concrete per hour
None
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APPLICABLE REGULATIONS:
401 KAR 63:010, Fugitive Emissions
1.

Operating Limitations:
No person shall cause, suffer, or allow any material to be handled, processed, transported, or
stored; a building or its appurtenances to be constructed, altered, repaired, or demolished,
without taking reasonable precaution to prevent particulate matter from becoming airborne.
Such reasonable precautions shall include, when applicable, but not be limited to the
following: installation and use of hoods; fans; and fabric filters to enclose and vent the
handling of dusty materials, or the use of water sprays or other measures to suppress the dust
emissions during handling. [401 KAR 63:010, Section 3]

2.

Emission Limitations:
Discharge of visible fugitive dust emissions beyond the property line is prohibited. [401
KAR 63:010, Section 3]
Compliance Demonstration Method:
Compliance with Emission Limitations shall be demonstrated by Operating Limitations.

3.

Testing Requirements:
None

4.

Specific Monitoring Requirements:
None

5.

Specific Recordkeeping Requirements:
The owner or operator shall monitor the visible fugitive emissions on a daily basis.

6.

Specific Reporting Requirements:
None

7.

Specific Control Equipment Operating Conditions:
None

8.

Alternate Operating Scenarios:
None
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SECTION C - INSIGNIFICANT ACTIVITIES
The following listed activities have been determined to be insignificant activities for this source
pursuant to 401 KAR 52:030, Section 6. Although these activities are designated as insignificant the
permittee must comply with the applicable regulation. Process and emission control equipment at
each insignificant activity subject to an opacity standard shall be inspected monthly and a qualitative
visible emissions evaluation made. Results of the inspection, evaluation, and any corrective action
shall be recorded in a log.
Description

Generally Applicable Regulation

1.

Ash/Frit loading Silo

401 KAR 59:010

2.

Lime loading Silo

401 KAR 59:010

3.

Carbon loading Silo

401 KAR 59:010
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SECTION D - SOURCE EMISSION LIMITATIONS AND TESTING
REQUIREMENTS
1.

As required by Section 1b of the Cabinet Provisions and Procedures for Issuing FederallyEnforceable Permits for Non-Major Sources incorporated by reference in 401 KAR 52:030,
Section 26; compliance with annual emissions and processing limitations contained in this
permit, shall be based on emissions and processing rates for any twelve (12) consecutive
months.

2.

Emissions of particulate matter, NOx, CO, hydrogen chloride, and dioxins/furans, measured
by applicable reference methods, or an equivalent of alternative method specified in 40
C.F.R. Chapter I, or by a test method specified in the state implementation plan shall not
exceed the respective limitations specified herein.

3.

Testing shall be conducted at such times as may be required by the cabinet in accordance
with the 401 KAR 59:005 Section 2 (2) and 401 KAR 50:045 Section 4.

4.

Emissions for NOx, CO, and hazardous air pollutant(s) (HAP), during any consecutive
12-month period for the entire source, shall not exceed the following:
a.
NOx
90.0 tons
b.
CO
90.0 tons
c.
Single HAP
9.0 tons
d.
Combined HAP
22.5 tons
Compliance Demonstration Method:
The maximum charging rate of MSW to emission unit 01 (municipal solid waste gasifier)
shall not exceed 18.3 tons/hr and 440 tons/day. The control equipment associated with
emission unit 01 operations shall be properly operated in accordance with manufacturer’s
specifications and standard operating procedures at all times. The owner or operator is
required to use the control equipment associated with emission unit 01 in order meet the
emission limits. The owner or operator shall calculate and record the total NOX, CO,
individual HAP, and combined HAP emissions monthly and on a twelve consecutive month
rolling total. Emission calculations shall be performed using data from CEMS and the most
recent performance test which demonstrated compliance and the total monthly hours of
operation of the emission unit 01.
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SECTION E - SOURCE CONTROL EQUIPMENT REQUIREMENTS
1.

Pursuant to 401 KAR 50:055, Section 2(5), at all times, including periods of startup,
shutdown and malfunction, owners and operators shall, to the extent practicable, maintain
and operate any affected facility including associated air pollution control equipment in a
manner consistent with good air pollution control practice for minimizing emissions.
Determination of whether acceptable operating and maintenance procedures are being used
will be based on information available to the Division which may include, but is not limited
to, monitoring results, opacity observations, review of operating and maintenance
procedures, and inspection of the source.

2.

Pursuant to 40 CFR 60.58b, duration of startup, shutdown, or malfunction periods are limited
to three hours per occurrence, except as in 40 CFR 60.58b(a)(1)(iii). During periods of
startup, shutdown, or malfunction, monitoring data shall be dismissed or excluded from
compliance calculations, but shall be recorded and reported in accordance with the
provisions of 40 CFR 60.59b(d)(7).

3.

The startup period commences when the affected facility begins the continuous burning of
MSW and does not include any warm up period when the affected facility is combusting
fossil fuel or other nonmunicipal solid waste fuel, and no MSW is being fed to the
combustor.

4.

Continuous burning is the continuous, semi-continuous, or batch feeding of MSW for
purposes of waste disposal, energy production, or providing heat to the combustion system in
preparation for waste disposal or energy production. The use of MSW solely to provide
thermal protection of the grate or hearth during the startup period when MSW is not being
fed to the grate, is not considered to be continuous burning.

5.

For the purpose of compliance with the CO emission limits, if a loss of boiler water level
control ( e.g., boiler waterwall tube failure) or a loss of combustion air control (e.g., loss of
combustion air fan, induced draft fan, combustion grate bar failure) is determined to be a
malfunction, the duration of the malfunction period is limited to 15 hours per occurrence.
During such periods of malfunction, monitoring data shall be dismissed or excluded from
compliance calculations, but shall be recorded and reported in accordance with the
provisions of 40 CFR 60.59b(d)(7).
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SECTION F - MONITORING, RECORDKEEPING, AND REPORTING
REQUIREMENTS
1.

Pursuant to Section 1b-IV-1 of the Cabinet Provisions and Procedures for Issuing
Federally-Enforceable Permits for Non-Major Sources incorporated by reference in 401
KAR 52:030 Section 26, when continuing compliance is demonstrated by periodic testing or
instrumental monitoring, the permittee shall compile records of required monitoring
information that include:
a.
Date, place (as defined in this permit), and time of sampling or measurements;
b.
Analyses performance dates;
c.
Company or entity that performed analyses;
d.
Analytical techniques or methods used;
e.
Analyses results; and
f.
Operating conditions during time of sampling or measurement.

2.

Records of all required monitoring data and support information, including calibrations,
maintenance records, and original strip chart recordings, and copies of all reports required by
the Division for Air Quality, shall be retained by the permittee for a period of five (5) years
and shall be made available for inspection upon request by any duly authorized
representative of the Division for Air Quality [401 KAR 52:030, Section 3(1)(f)1a, and
Section 1a-7 of the Cabinet Provisions and Procedures for Issuing Federally-Enforceable
Permits for Non-Major Sources incorporated by reference in 401 KAR 52:030, Section 26].

3.

In accordance with the requirements of 401 KAR 52:030, Section 3(1)f, the permittee shall
allow authorized representatives of the Cabinet to perform the following during reasonable
times:
a.
Enter upon the premises to inspect any facility, equipment (including air pollution
control equipment), practice, or operation;
b.
To access and copy any records required by the permit;
c.
Sample or monitor, at reasonable times, substances or parameters to assure
compliance with the permit or any applicable requirements.
Reasonable times are defined as during all hours of operation, during normal office hours; or
during an emergency.

4.

No person shall obstruct, hamper, or interfere with any Cabinet employee or authorized
representative while in the process of carrying out official duties. Refusal of entry or access
may constitute grounds for permit revocation and assessment of civil penalties.

5.

Summary reports of any monitoring required by this permit shall be submitted to the
Regional Office listed on the front of this permit at least every six (6) months during the life
of this permit, unless otherwise stated in this permit. For emission units that were still under
construction or which had not commenced operation at the end of the 6-month period
covered by the report and are subject to monitoring requirements in this permit, the report
shall indicate that no monitoring was performed during the previous six months because the
emission unit was not in operation [Sections 1b-V-1 of the Cabinet Provisions and
Procedures for Issuing Federally-Enforceable Permits for Non-Major Sources incorporated
by reference in 401 KAR 52:030, Section 26].
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SECTION F - MONITORING, RECORDKEEPING, AND REPORTING
REQUIREMENTS (CONTINUED)
6.

The semi-annual reports are due by January 30th and July 30th of each year. All reports
shall be certified by a responsible official pursuant to 401 KAR 52:030, Section 22. If
continuous emission and opacity monitors are required by regulation or this permit, data
shall be reported in accordance with the requirements of 401 KAR 59:005, General
Provisions, Section 3(3). All deviations from permit requirements shall be clearly identified
in the reports.

7.

In accordance with the provisions of 401 KAR 50:055, Section 1, the owner or operator shall
notify the Regional Office listed on the front of this permit concerning startups, shutdowns,
or malfunctions as follows:
a.
When emissions during any planned shutdowns and ensuing startups will exceed the
standards, notification shall be made no later than three (3) days before the planned
shutdown, or immediately following the decision to shut down, if the shutdown is
due to events which could not have been foreseen three (3) days before the
shutdown.
b.
When emissions due to malfunctions, unplanned shutdowns and ensuing startups are
or may be in excess of the standards, notification shall be made as promptly as
possible by telephone (or other electronic media) and shall be submitted in writing
upon request.

8.

The owner or operator shall report emission related exceedances from permit requirements
including those attributed to upset conditions (other than emission exceedances covered by
Section F.7 above) to the Regional Office listed on the front of this permit within 30 days.
Deviations from permit requirements, including those previously reported under F.7 above,
shall be included in the semiannual report required by F.6 [Sections 1b-V, 3 and 4 of the
Cabinet Provisions and Procedures for Issuing Federally-Enforceable Permits for NonMajor Sources incorporated by reference in 401 KAR 52:030, Section 26].

9.

Pursuant to 401 KAR 52:030, Section 21, the permittee shall annually certify compliance
with the terms and conditions contained in this permit by completing and returning a
Compliance Certification Form (DEP 7007CC) (or an alternative approved by the regional
office) to the Regional Office listed on the front of this permit in accordance with the
following requirements:
a.
Identification of each term or condition;
b.
Compliance status of each term or condition of the permit;
c.
Whether compliance was continuous or intermittent;
d.
The method used for determining the compliance status for the source, currently and
over the reporting period.
e.
For an emissions unit that was still under construction or which has not commenced
operation at the end of the 12-month period covered by the annual compliance
certification, the permittee shall indicate that the unit is under construction and that
compliance with any applicable requirements will be demonstrated within the
timeframes specified in the permit.
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SECTION F - MONITORING, RECORDKEEPING, AND REPORTING
REQUIREMENTS (CONTINUED)
f.

The certification shall be submitted by January 30th of each year. Annual
compliance certifications shall be sent to the Division for Air Quality, Hazard
Regional Office, 233 Birch Street, Suite 2, Hazard, KY 41701.

10.

In accordance with 401KAR 52:030, Section 3(1)(d), the permittee shall provide the
Division with all information necessary to determine its subject emissions within 30 days of
the date the Kentucky Emissions Inventory System (KYEIS) emissions survey is mailed to
the permittee. If a KYEIS emissions survey is not mailed to the permittee, then the permittee
shall comply with all other emissions reporting requirements in this permit.

11.

The Cabinet may authorize the temporary use of an emission unit to replace a similar unit
that is taken off-line for maintenance, if the following conditions are met:
a.
The owner or operator shall submit to the Cabinet, at least ten (10) days in advance
of replacing a unit, the appropriate Forms DEP7007AI to DD that show:
(1)
The size and location of both the original and replacement units; and
(2)
Any resulting change in emissions;
b.
The potential to emit (PTE) of the replacement unit shall not exceed that of the
original unit by more than twenty-five (25) percent of a major source threshold, and
the emissions from the unit shall not cause the source to exceed the emissions
allowable under the permit;
c.
The PTE of the replacement unit or the resulting PTE of the source shall not subject
the source to a new applicable requirement;
d.
The replacement unit shall comply with all applicable requirements; and
e.
The source shall notify Regional office of all shutdowns and start-ups.
f.
Within six (6) months after installing the replacement unit, the owner or operator
shall:
(1)
Re-install the original unit and remove or dismantle the replacement unit; or
(2)
Submit an application to permit the replacement unit as a permanent change.
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SECTION G - GENERAL PROVISIONS
1.

General Compliance Requirements
a.

The permittee shall comply with all conditions of this permit. A noncompliance
shall be a violation of 401 KAR 52:030, Section 3(1)(b), and a violation of Federal
Statute 42 USC 7401 through 7671q (the Clean Air Act). Noncompliance with this
permit is grounds for enforcement action including but not limited to the termination,
revocation and reissuance, revision, or denial of a permit [Section 1a-2 of the
Cabinet Provisions and Procedures for Issuing Federally-Enforceable Permits for
Non-Major Sources incorporated by reference in 401 KAR 52:030, Section 26].

b.

The filing of a request by the permittee for any permit revision, revocation,
reissuance, or termination, or of a notification of a planned change or anticipated
noncompliance, shall not stay any permit condition [Section 1a-5 of the Cabinet
Provisions and Procedures for Issuing Federally-Enforceable Permits for NonMajor Sources incorporated by reference in 401 KAR 52:030, Section 26].

c.

This permit may be revised, revoked, reopened and reissued, or terminated for cause
in accordance with 401 KAR 52:030, Section 18. The permit will be reopened for
cause and revised accordingly under the following circumstances:
(1)
If additional applicable requirements become applicable to the source and the
remaining permit term is three (3) years or longer. In this case, the reopening
shall be completed no later than eighteen (18) months after promulgation of
the applicable requirement. A reopening shall not be required if compliance
with the applicable requirement is not required until after the date on which
the permit is due to expire, unless this permit or any of its terms and
conditions have been extended pursuant to 401 KAR 52:030, Section 12;3
(2)
The Cabinet or the United States Environmental Protection Agency (U. S.
EPA) determines that the permit must be revised or revoked to assure
compliance with the applicable requirements;
(3)
The Cabinet or the U. S. EPA determines that the permit contains a material
mistake or that inaccurate statements were made in establishing the emissions
standards or other terms or conditions of the permit.
Proceedings to reopen and reissue a permit shall follow the same procedures as apply
to initial permit issuance and shall affect only those parts of the permit for which
cause to reopen exists. Reopenings shall be made as expeditiously as practicable.
Reopenings shall not be initiated before a notice of intent to reopen is provided to the
source by the Division, at least thirty (30) days in advance of the date the permit is to
be reopened, except that the Division may provide a shorter time period in the case
of an emergency.

d.

The permittee shall furnish information upon request of the Cabinet to determine if
cause exists for modifying, revoking and reissuing, or terminating the permit; or to
determine compliance with the conditions of this permit [Sections 1a- 6 and 7 of the
Cabinet Provisions and Procedures for Issuing Federally-Enforceable Permits for
Non-Major Sources incorporated by reference in 401 KAR 52:030, Section 26].
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SECTION G - GENERAL PROVISIONS (CONTINUED)
e.

Emission units described in this permit shall demonstrate compliance with applicable
requirements if requested by the Division [401 KAR 52:030, Section 3(1)(c)].

f.

The permittee, upon becoming aware that any relevant facts were omitted or
incorrect information was submitted in the permit application, shall promptly submit
such supplementary facts or corrected information to the permitting authority [401
KAR 52:030, Section 7(1)].

g.

Any condition or portion of this permit which becomes suspended or is ruled invalid
as a result of any legal or other action shall not invalidate any other portion or
condition of this permit [Section 1a-11 of the Cabinet Provisions and Procedures for
Issuing Federally-Enforceable Permits for Non-Major Sources incorporated by
reference in 401 KAR 52:030, Section 26].

h.

The permittee shall not use as a defense in an enforcement action the contention that
it would have been necessary to halt or reduce the permitted activity in order to
maintain compliance [Section 1a-3 of the Cabinet Provisions and Procedures for
Issuing Federally-Enforceable Permits for Non-Major Sources incorporated by
reference in 401 KAR 52:030, Section 26].

i.

All emission limitations and standards contained in this permit shall be enforceable
as a practical matter. All emission limitations and standards contained in this permit
are enforceable by the U.S. EPA and citizens except for those specifically identified
in this permit as state-origin requirements. [Section 1a-12 of the Cabinet Provisions
and Procedures for Issuing Federally-Enforceable Permits for Non-Major Sources
incorporated by reference in 401 KAR 52:030, Section 26].

j.

This permit shall be subject to suspension if the permittee fails to pay all emissions
fees within 90 days after the date of notice as specified in 401 KAR 50:038, Section
3(6) [Section 1a-9 of the Cabinet Provisions and Procedures for Issuing FederallyEnforceable Permits for Non-Major Sources incorporated by reference in 401 KAR
52:030, Section 26].

k.

Nothing in this permit shall alter or affect the liability of the permittee for any
violation of applicable requirements prior to or at the time of permit issuance [401
KAR 52:030, Section 11(3)].

l.

This permit does not convey property rights or exclusive privileges [Section 1a-8 of
the Cabinet Provisions and Procedures for Issuing Federally-Enforceable Permits
for Non-Major Sources incorporated by reference in 401 KAR 52:030, Section 26].

m.

Issuance of this permit does not relieve the permittee from the responsibility of
obtaining any other permits, licenses, or approvals required by the Cabinet or any
other federal, state, or local agency.
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SECTION G - GENERAL PROVISIONS (CONTINUED)

2.

3.

n.

Nothing in this permit shall alter or affect the authority of U.S. EPA to obtain
information pursuant to Federal Statute 42 USC 7414, Inspections, monitoring, and
entry.

o.

Nothing in this permit shall alter or affect the authority of U.S. EPA to impose
emergency orders pursuant to Federal Statute 42 USC 7603, Emergency orders.

p.

This permit consolidates the authority of any previously issued PSD, NSR, or
Synthetic Minor source preconstruction permit terms and conditions for various
emission units and incorporates all requirements of those existing permits into one
single permit for this source.

q.

Pursuant to 401 KAR 52:030, Section 11, a permit shield shall not protect the owner
or operator from enforcement actions for violating an applicable requirement prior to
or at the time of permit issuance. Compliance with the conditions of this permit shall
be considered compliance with:
(1)
Applicable requirements that are included and specifically identified in this
permit; and
(2)
Non-applicable requirements expressly identified in this permit.

Permit Expiration and Reapplication Requirements
a.

This permit shall remain in effect for a fixed term of five (5) years following the
original date of issue. Permit expiration shall terminate the source's right to operate
unless a timely and complete renewal application has been submitted to the Division
at least six (6) months prior to the expiration date of the permit. Upon a timely and
complete submittal, the authorization to operate within the terms and conditions of
this permit, including any permit shield, shall remain in effect beyond the expiration
date, until the renewal permit is issued or denied by the Division [401 KAR 52:030,
Section 12].

b.

The authority to operate granted through this permit shall cease to apply if the source
fails to submit additional information requested by the Division after the
completeness determination has been made on any application, by whatever deadline
the Division sets [401 KAR 52:030, Section 8(2)].

Permit Revisions
a.

Minor permit revision procedures specified in 401 KAR 52:030, Section 14(3), may
be used for permit revisions involving the use of economic incentive, marketable
permit, emission trading, and other similar approaches, to the extent that these minor
permit revision procedures are explicitly provided for in the State Implementation
Plan (SIP) or in applicable requirements and meet the relevant requirements of 401
KAR 52:030, Section 14(2).\

b.

This permit is not transferable by the permittee. Future owners and operators shall
obtain a new permit from the Division for Air Quality. The new permit may be
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SECTION G - GENERAL PROVISIONS (CONTINUED)
processed as an administrative amendment if no other change in this permit is
necessary, and provided that a written agreement containing a specific date for
transfer of permit responsibility coverage and liability between the current and new
permittee has been submitted to the permitting authority within ten (10) days
following the transfer.
4. Construction, Start-Up, and Initial Compliance Demonstration Requirements
Pursuant to a duly submitted application the Kentucky Division for Air Quality hereby
authorizes the construction of the equipment described herein, emission units 03 (Transfer to
silos) and 04 (Aggregate and sand deliver, storage, loading and transfer) in accordance with
the terms and conditions of this permit.
a.

Construction of any process and/or air pollution control equipment authorized by this
permit shall be conducted and completed only in compliance with the conditions of
this permit.

b.

Within thirty (30) days following commencement of construction and within fifteen
(15) days following start-up and attainment of the maximum production rate
specified in the permit application, or within fifteen (15) days following the issuance
date of this permit, whichever is later, the permittee shall furnish to the Regional
Office listed on the front of this permit in writing, with a copy to the Field Office
Branch of the Frankfort Central Office, notification of the following:
(1)
The date when construction commenced.
(2)
The date of start-up of the affected facilities listed in this permit.
(3)
The date when the maximum production rate specified in the permit
application was achieved.

c.

Pursuant to 401 KAR 52:030, Section 3(2), unless construction is commenced within
eighteen (18) months after the permit is issued, or begins but is discontinued for a
period of eighteen (18) months or is not completed within a reasonable timeframe
then the construction and operating authority granted by this permit for those
affected facilities for which construction was not completed shall immediately
become invalid. Upon written request, the Cabinet may extend these time periods if
the source shows good cause.

d.

For those affected facilities for which construction is authorized by this permit, a
source shall be allowed to construct with the final permit. Operational or final permit
approval is not granted by this permit until compliance with the applicable standards
specified herein has been demonstrated pursuant to 401 KAR 50:055. If compliance
is not demonstrated within the prescribed timeframe provided in 401 KAR 50:055,
the source shall operate thereafter only for the purpose of demonstrating compliance,
unless otherwise authorized by Section I of this permit or order of the Cabinet.

e.

This permit shall allow time for the initial start-up, operation, and compliance
demonstration of the affected facilities listed herein. However, within sixty (60)
days after achieving the maximum production rate at which the affected facilities
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SECTION G - GENERAL PROVISIONS (CONTINUED)
will be operated but not later than 180 days after initial start-up of such facilities, the
permittee shall conduct a performance demonstration on the affected facilities in
accordance with 401 KAR 50:055, General compliance requirements. Testing must
also be conducted in accordance with General Provisions G.5 of this permit.
f.

5.

6.

Testing Requirements
a.

Pursuant to 401 KAR 50:045, Section 2, a source required to conduct a performance
test shall submit a completed Compliance Test Protocol form, DEP form 6028, or a
test protocol a source has developed for submission to other regulatory agencies, in a
format approved by the cabinet, to the Division's Frankfort Central Office a
minimum of sixty (60) days prior to the scheduled test date. Pursuant to 401 KAR
50:045, Section 7, the Division shall be notified of the actual test date at least Thirty
(30) days prior to the test.

b.

Pursuant to 401 KAR 50:045, Section 5, in order to demonstrate that a source is
capable of complying with a standard at all times, any required performance test
shall be conducted under normal conditions that are representative of the source’s
operations and create the highest rate of emissions. If [When] the maximum
production rate represents a source’s highest emissions rate and a performance test is
conducted at less than the maximum production rate, a source shall be limited to a
production rate of no greater than 110 percent of the average production rate during
the performance tests. If and when the facility is capable of operation at the rate
specified in the application, the source may retest to demonstrate compliance at the
new production rate. The Division for Air Quality may waive these requirements on
a case-by-case basis if the source demonstrates to the Division's satisfaction that the
source is in compliance with all applicable requirements.

c.

Results of performance test(s) required by the permit shall be submitted to the
Division by the source or its representative within forty-five days or sooner if
required by an applicable standard, after the completion of the fieldwork.

Acid Rain Program Requirements
a.

7.

Terms and conditions in this permit established pursuant to the construction authority
of 401 KAR 51:017 or 401 KAR 51:052 shall not expire.

If an applicable requirement of Federal Statute 42 USC 7401 through 7671q (the
Clean Air Act) is more stringent than an applicable requirement promulgated
pursuant to Federal Statute 42 USC 7651 through 7651o (Title IV of the Act), both
provisions shall apply, and both shall be state and federally enforceable.

Emergency Provisions
a.

Pursuant to 401 KAR 52:030, Section 23(1), an emergency shall constitute an
affirmative defense to an action brought for noncompliance with the technology-
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SECTION G - GENERAL PROVISIONS (CONTINUED)
based emission limitations if the permittee demonstrates through properly signed
contemporaneous operating logs or other relevant evidence that:
(1)
An emergency occurred and the permittee can identify the cause of the
emergency;
(2)
The permitted facility was at the time being properly operated;
(3)
During an emergency, the permittee took all reasonable steps to minimize
levels of emissions that exceeded the emissions standards or other
requirements in the permit; and,
(4)
The permittee notified the Division as promptly as possible and submitted
written notice of the emergency to the Division within two (2) working days
of the time when emission limitations were exceeded due to an emergency.
The notice shall include a description of the emergency, steps taken to
mitigate emissions, and the corrective actions taken.
(5)
Notification of the Division does not relieve the source of any other local,
state or federal notification requirements.

8.

b.

Emergency conditions listed in General Provision G.7.a above are in addition to any
emergency or upset provision(s) contained in an applicable requirement [401 KAR
52:030, Section 23(3)].

c.

In an enforcement proceeding, the permittee seeking to establish the occurrence of an
emergency shall have the burden of proof [401 KAR 52:030, Section 23(2)].

Ozone depleting substances
a.

The permittee shall comply with the standards for recycling and emissions reduction
pursuant to 40 CFR 82, subpart F, except as provided for Motor Vehicle Air
Conditioners (MVACs) in subpart B:
(1)
Persons opening appliances for maintenance, service, repair, or disposal shall
comply with the required practices contained in 40 CFR 82.156.
(2)
Equipment used during the maintenance, service, repair, or disposal of
appliances shall comply with the standards for recycling and recovery
equipment contained in 40 CFR 82.158.
(3)
Persons performing maintenance, service, repair, or disposal of appliances
shall be certified by an approved technician certification program pursuant to
40 CFR 82.161.
(4)
Persons disposing of small appliances, MVACs, and MVAC-like appliances
(as defined at 40 CFR 82.152) shall comply with the recordkeeping
requirements pursuant to 40 CFR 82.166.
(5)
Persons owning commercial or industrial process refrigeration equipment
shall comply with the leak repair requirements pursuant to 40 CFR 82.156.
(6)
Owners/operators of appliances normally containing 50 or more pounds of
refrigerant shall keep records of refrigerant purchased and added to such
appliances pursuant to 40 CFR 82.166.
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b.

9.

If the permittee performs service on motor (fleet) vehicle air conditioners containing
ozone-depleting substances, the source shall comply with all applicable requirements
as specified in 40 CFR 82, Subpart B, Servicing of Motor Vehicle Air Conditioners.

Risk Management Provisions
a.

The permittee shall comply with all applicable requirements of 401 KAR Chapter 68,
Chemical Accident Prevention, which incorporates by reference 40 CFR Part 68,
Risk Management Plan provisions. If required, the permittee shall comply with the
Risk Management Program and submit a Risk Management Plan to:
RMP Reporting Center
P.O. Box 10162
Fairfax, VA 22038

b.

If requested, submit additional relevant information to the Division or the U.S. EPA.
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None
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SECTION I - COMPLIANCE SCHEDULE
None
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